
Township Road Improvements

Ref. Item Approx. Unit Item

No. No. Quantities Unit Total Unit Total Unit Total Unit Total
Road D from Road 13 to Road 12
LENGTH: 5,330 L.F. OR 1.01 MILES
WIDTH: 16' widen to 18' (10,710 S.Y. Including Driveway/Mailbox
  Approaches and Radius Work)
TYPE:  448 Surface Course w/ 617 Berm @ 12" wide

1 201 2 Each Tree and Stump Removal 1,000.00$ 2,000.00$      700.00$ 1,400.00$     900.00$  1,800.00$        1,500.00$ 3,000.00$     

2 203 165 CY Excavation including Embankment 10.50$      1,732.50$      24.00$   3,960.00$     17.00$    2,805.00$        30.00$      4,950.00$     

3 204 1,185 SY Subgrade Compaction 0.60$       711.00$         0.25$     296.25$       0.20$      237.00$           1.00$        1,185.00$     

4 253 40 CY Pavement Repair 180.00$    7,200.00$      265.00$ 10,600.00$   200.00$  8,000.00$        40.00$      1,600.00$     

5 301 200 CY Bituminous Aggregate Base 121.00$    24,200.00$    117.00$ 23,400.00$   122.00$  24,400.00$      120.00$    24,000.00$   

6 407 535 Gal Bituminous Tack Coat applied at 0.05 Gal/SY 1.50$       802.50$         1.80$     963.00$       2.00$      1,070.00$        1.80$        963.00$       

7 448 450 CY Asphalt Concrete Surface PG 64-22, Type 1M applied, spread & 128.00$    57,600.00$    119.00$ 53,550.00$   129.00$  58,050.00$      135.00$    60,750.00$   

  compacted at the average depth of 1½"

8 617 85 CY Stabilized Crushed Aggregate Berm in Place & Compacted at the 36.00$      3,060.00$      41.00$   3,485.00$     34.00$    2,890.00$        30.00$      2,550.00$     

average depth of 2½"

9 Spec. 3 Each Formed Construction Joint (3 @ 170 L.F.) 125.00$    375.00$         480.00$ 1,440.00$     3.00$      9.00$               250.00$    750.00$       

Road D from Road 12 to Road 10a

LENGTH: 4,800 L.F. OR 0.91 MILES

WIDTH: 16' widen to 18' (9,700 S.Y. Including Driveway/Mailbox

  Approaches and Radius Work)

TYPE:  448 Surface Course w/ 617 Berm @ 12" wide

10 203 150 CY Excavation including Embankment 10.50$      1,575.00$      24.00$   3,600.00$     17.00$    2,550.00$        30.00$      4,500.00$     

11 204 1,065 SY Subgrade Compaction 0.60$       639.00$         0.25$     266.25$       0.20$      213.00$           1.00$        1,065.00$     

12 301 180 CY Bituminous Aggregate Base 121.00$    21,780.00$    117.00$ 21,060.00$   122.00$  21,960.00$      120.00$    21,600.00$   

13 407 485 Gal Bituminous Tack Coat applied at 0.05 Gal/SY 1.50$       727.50$         1.80$     873.00$       2.00$      970.00$           1.80$        873.00$       

14 448 405 CY Asphalt Concrete Surface PG 64-22, Type 1M applied, spread & 128.00$    51,840.00$    119.00$ 48,195.00$   129.00$  52,245.00$      135.00$    54,675.00$   

  compacted at the average depth of 1½"

15 617 75 CY Stabilized Crushed Aggregate Berm in Place & Compacted at the 36.00$      2,700.00$      41.00$   3,075.00$     34.00$    2,550.00$        30.00$      2,250.00$     

average depth of 2½"

16 Spec. 3 Each Formed Construction Joint (3 @ 110 L.F.) 125.00$    375.00$         480.00$ 1,440.00$     3.00$      9.00$               250.00$    750.00$       

17 614 Lump Sum Maintaining Traffic 500.00$         1,800.00$     1,800.00$        2,000.00$     

18 624 Lump Sum Mobilization 2,500.00$      2,500.00$     800.00$           2,000.00$     

19 103.05 Lump Sum Premiums on Industrial Insurance and Performance Bond 1,500.00$      1,350.00$     2,280.00$        2,000.00$     

TOTAL AMOUNT BID 181,817.50$  183,253.50$ 184,638.00$    191,461.00$ 

Ward Construction Henry BergmanGerken Paving Morlock Asphalt
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