| Engineer's Estimate | Gerken Paving | Jennite Company
Ref. | Item I' Total Unit ToTAL | Totalunit | TOTAL ! Totalunit | TOTAL

No. No. | Quantity | Unit Item ! Price Bid AMOUNT BID | Price Bid | AMOUNT BID Price Bid [ AMOUNT BID
P-1101 - Co. Rd. "2’ ~Rd Kto Rd L | | |
Length: 5,450 L.F. or 1.03 miles | | |
Width: 18" widen to 20' (12,110 S.Y. including radii & approaches) ! ! !

1 203 245 C.Y. |Excavation (Widening & Mailbox Turnouts) i $ 30.00 | $ 7,350.00 i $ 30.00|$ 7,350.00 i $ 11.00|$  2,695.00

2 | 204 | 1450 | s.y. |Subgrade Compaction Is 1.00|$ 14500018 0403 580.00 | $ 095[$ 1,377.50
Bitumin’ou§ Aggregate Base, 5” Average Compacted Depth : : :

301 205 C.y. [and 2.5 wide (Incl. 407 Tack Coat on Vert. Face) 1 $ 13000[$ 26,650.00,$ 111.00 [ $ 22,755.00,$  180.00 [ $ 36,900.00

304 40 C.Y. |Aggregate Base, 6” (Drive & Mailbox Aprons) i $ 200.00|$% 8,000.00 i $ 60.00 | $  2,400.00 i $ 4500|$  1,800.00

5 | 407 | 1210 | Gal. |Bituminous Tack Coat (0.05 Gal./S.Y.) s 200|$ 24200018 1753 2117501 ¢ 2.00|$  2420.00
Asphalt Concrete I.n‘termediateT Course, Profile Correction at : : :

6 | 448 25 C.Y. [Road L (See Detail in Appendix C) (S  14000[$  3500.00,$ 155.00|$ 3,875.00,$ 133.00 [$ 3,325.00

7 448 410 C.Y. |Asphalt Concrete Intermediate Course (1%4" Ave.) i $ 14000($ 57,400.00 i $ 12000 [$ 49,200.00 i $ 133.00($ 54,530.00

8 448 460 C.Y. |Asphalt Concrete Surface Course (14" Ave.) | $ 145.00 | $ 66,700.00 | $ 128.00 | $ 58,880.00 | $ 133.00 | $ 61,180.00

9 Spec. 3 Ea. |Formed Construction Joints (3 Joints @ 100 L.F.) ! $ 400.00|$ 1,200.00 ! 450.00 | $  1,350.00 ! 200.00 | $ 600.00

TOTAL P-1101) $ 174,670.00 | $ 148,507.50 | $ 164,827.50
P-1102 - Co. Rd. "L" - SR 65 to Rd 2 | | |
Length: 10,600 L.F. or 2.01 miles | | |
Width: 18" widen to 20’ (23,560 S.Y. including radii and approaches) ! ! !

10 | 202 [ 6 Ea. |Remove & Relocate Mailbox/Paper Box S 100,00 600.00 |$  18000|$ 108000]S  6500[$  390.00

11 203 440 C.Y. |Excavation (Widening & Mailbox Turnouts) Is 30.00 13,200.00 | $ 24.00|%$ 10,560.00 | $ 21.00|$  9,240.00

12 | 204 [ 205 | s.v. [subgrade compaction Is 100 2,925.00 | 025§ 731251 095|$ 277875
Pavemerlt Planing, Remove Bumps in Westbound Lane at i i i

13 254 167 S.Y. [SR65 (1" approx.) S 10.00 | $ 1,670.00 ; $ 575 $ 960.25 'S 3.00| $ 501.00
Bituminous Aggregate Base, 5” Average Compacted Depth | . .

14 301 410 C.Y. |and 2.5’ wide (Incl. 407 Tack Coat on Vert. Face) ! $ 13000 [ $  53,300.00 ! 108.00 [ $ 44,280.00 ! 180.00 [ $ 73,800.00

15 304 60 C.Y. |Aggregate Base, 6” (Drive & Mailbox Aprons) ; S 200.00 | $ 12,000.00 ; S 60.00 | $  3,600.00 ; S 55.00 $  3,300.00

16 407 2365 Gal. |Bituminous Tack Coat (0.05 Gal./S.Y.) Is 200]$ 4,730.00 | $ 1751 9% 4,138.75] $ 200($ 4,730.00

17 448 810 C.Y. |Asphalt Concrete Intermediate Course(1%4" Ave.) I's 14000($ 1134000015 119.00 [ $  96,390.00 | $ 133.00 [ $ 107,730.00

18 448 870 C.Y. |Asphalt Concrete Surface Course (14" Ave.) : $ 145.00 | $ 126,150.00 : S 125.00 | $ 108,750.00 : S 133.00 | $ 115,710.00

19 | Spec. 3 Ea. |Formed Construction Joints (3 Joints @ 200 L.F.) i $ 400.00|$% 1,200.00 i $ 450.00 [ $  1,350.00 i $ 400.00 [ $  1,200.00

TOTAL P-1102| $ 3290,175.00 | $ 271,840.25 $ 319,379.75




P-1103 - Co. Rd. "L"— Rd 11 to SR 109

Length: 10,688 L.F. or 2.02 miles
Width: 18’ (21,400 S.Y.)

|
|
|
] ] ]
20 407 1070 Gal. |Bituminous Tack Coat (0.05 Gal./S.Y.) | S 200]$ 2,140.00 | S 1751 9% 1,872.50 | S 200($ 2,140.00
21 407 1710 Gal. |Rubberized Latex Tack Coat (0.08 Gal./S.Y.) Is 230 $ 3,933.00 | ¢ 275|$ 4702501 350 % 5,985.00
22 424 460 C.Y. |Type B Smooth Seal Asphalt PG76-22 (34") ! $ 210.00 | $ 96,600.00 ! 185.00 | $ 85,100.00 ! 182.00 | $ 83,720.00
23 448 745 C.Y. |Asphalt Concrete Intermediate Course(1%4" Ave.) : $ 14000 ($ 104,300.00 : $ 120.00 [ $ 89,400.00 : $ 133.00 [ $ 99,085.00
24 | Spec. 8 Ea. [Formed Construction Joints (8 Joints @ 380 L.F.) | $ 400.00|$ 3,200.00 | S 45000 | $  3,600.00 | $ 760.00 | $  6,080.00
TOTAL P-1103l $ 210,173.00 1 $ 184,675.00 | $ 197,010.00
P-1104 — Co. Rd. “O” — Station 37+62 to 43+00 : I I
Length: 538 L.F. or 0.10 miles | | |
Width: 16’ (960 S.Y.) | | |
25 407 100 Gal. |Bituminous Tack Coat (0.05 Gal./S.Y.) ! $ 2.00 % 200.00 ! 175 $ 175.00 ! 200|$ 200.00
26 448 36 C.Y. |Asphalt Concrete Intermediate Course(1%4" Ave.) : S 140.00 | $ 5,040.00 : $ 148.00 [ $  5,328.00 : $ 133.00|$% 4,788.00
27 448 34 C.Y. |Asphalt Concrete Surface Course (174 Ave.) i $ 14500 % 4,930.00 i $ 153.00($ 5,202.00 i $ 133.00($ 4,522.00
TOTAL P-1104] $  10,170.00 | $ 10,705.00 | $  9,510.00
P-1101 through P-1104 — Miscellaneous ! 1 1
28 614 Lump Sum Maintaining Traffic i $ 7,000.00 | $ 7,000.00 i $ 5,500.00 | $ 5,500.00 i $ 8,000.00($ 8,000.00
29 623 Lump Sum Construction Layout Stakes 1$ 4,000.00]|$% 4,000.00] $ 1,380.00|$ 1,380.00] $ 8,500.00|$ 8,500.00
30 624 Lump Sum Mobilization ! $ 8,000.00 | $ 8,000.00 ! $ 6,600.00 | $ 6,600.00 ! $ 5,500.00($ 5,500.00
31 103.1 Lump Sum Contract Performance & Payment Bond : $ 3,062.00( $ 3,062.00 : $ 3,500.00|$ 3,500.00 : $ 8,000.00|$ 8,000.00
TOTAL MISCELLANEOUS] $ 22,062.00 | $ 16,980.00 | $ 30,000.00
TOTAL AMOUNT OF BIDl § 746,250.00 | § 632,707.75 § 720,727.25




