ENGINEER'S ESTIMATE | GERKEN PAVING | HENRY BERGMAN
Ref. [ Item Total Unit TOTAL ! Unit Price Total Unit TOTAL | Unit Price Total Unit TOTAL
No. No. Quant. Unit Item Price Bid BID : Labor Materials | Price Bid BID : Labor Materials | Price Bid BID
P-1105 — Co. Rd. “O” — Station 26+11 to Station 37+62 | |
Length: 1151 L.F. or 0.22 miles | |
Width: 16' ! !
1 204 2302 S.Y. Subgrade Compaction (Roadway) S 1.00| S 2,302.00 : S 015($ 015 S 030(S 690.60 : S 050 |S$ - S 0.50|$ 1,151.00
Contractor to Regrade existing 18’ wide 304 stone base (existing stone road) I I
2 Spec. 1 Lump Sum |(Any additional stone will be supplied by County) S 2,500.00 | § 2,500.00 ! S 800.00 (S 175.00|S 975.00|S 975.00 ! S 1,500.00 | S - $ 1,500.00 | $ 1,500.00
3 304 43 c.y. Aggregate (Bermstone) $ 50.00 | $ 2,150.001$ 30.00[$ 2000[$ 5000[$ 215000y 17.00|$ 1800|$  3500(¢$ 1,505.00
4 407 211 GAL. Bituminous Tack Coat (0.05 Gal./S.Y.) S 3.00|S 633.00] $ - S 1.75 (S 1.75|S 369.25] $ 1.00 | S 2.00|S 3.00|S 633.00
5 448 91 c.y. Asphalt Concrete Intermediate Course (1%" Ave.) S 170.00 | S 15,470.00 I S 92.00($ 53.00|$ 145.00(S$ 13,195.00 I S - S - S 135.00|$ 12,285.00
6 448 86 C.Y. Asphalt Concrete Surface Course (1%” Ave.) $ 170.00 | $ 14,620.00 : S 92.00|S$ 53.00($ 145.00|$ 12,470.00 : S - S - $ 135.00 | $ 11,610.00
7 614 Lump Sum |Maintaining Traffic S 1,500.00 | $ 1,500.00 i S 800.00 (S 450.00 (S 1,250.00 | S 1,250.00 i S - S - S 2,000.00 [ S 2,000.00
8 624 Lump Sum |Mobilization S 2,000.00 | § 2,000001$ 995.00 (S - S 99500 (S 995.001 $ - S - S 2,000.00 | $ 2,000.00
9 103.05 Lump Sum |Contract Performance & Payment Bond S 1,000.00 | $ 1,000.00 ! S - S 325.00|S$ 325.00]|S 325.00 ! S - S - S 2,000.00 | $ 2,000.00
TOTAL BID] S 42,175.00 : S 32,419.85 : S 34,684.00




