Marion Township Project - Bid Tab

Engineer's Estimate Crestline Paving Gerken Paving Wards Construction

] I I
Ref. | Item Total Unit TOTAL Unit Price Total Unit TOTAL | Unit Price Total Unit TOTAL | Unit Price Total Unit TOTAL
No. No. | Quant. | Units Item Price Bid | AMOUNTBIDI  Labor Materials Price Bid | AMOUNTBIDI Labor Materials | Price Bid | AMOUNTBIDI  Labor Materials | Price Bid | AMOUNT BID
Marion Township Road E from CSX Railroad to Road 8B : : :
Length: 5,300 L.F. or 1.00 miles 1 1 1
\Width: 16 feet, widen to 18 feet, 2 feet on north side (10,635 S.Y. including I 1 1
driveway/mailbox and radius work) : : :
Type: ODOT Spec 448 Surface Course w/ 617 Berm @12 inches wide each side 1 1 1
M1 203 165 |C.Y. |Excavation for Widening Including Embankment S 40.00 | $ 6,600.00 ! S 20.00 | S 19.00 | $ 39.00| $ 6,435.00 ! $ 33.00(S 2.00 | $ 35.00|$ 5,775.00 ! S 26.00 | $ - S 26.00 | $  4,290.00
M2 204 1,180 [S.Y. Subgrade Compaction S 130|$ 1,534.00 i S 130 (S 070|$ 2.00|$ 2,360.00 i S 010[$ o0.10]S$ 020)$ 236.00 i S 0.50 [ $ - S 050|$ 590.00

Asphalt Concrete Base Placed and Compacted at depth of
145.00 $23,925.00=$ 100.00 |$  64.00|$ 164.00|$ 27,060‘00=$ 15.00 [ $ 105.00 | $ 120.00 | $ 19,800‘00=$ 19.00 [ $ 113.00 | $ 132.00 | $ 21,780.00

M3 301 165 |CY. |5

Bituminous tack coat applied to existing pavement at rate | 1 [}

M4 407 535 |Gal of 0.05 gallons per square yard

S 260 1,391.00!3 1.85|$ 1.00|$ 285]$ 1,524475!$ 1.00|$ 1.00)$ 2.00[$ 1,070400!$ 020 (S 1.80|S$S 2.00|$ 1,070.00

150.00 | $ 66,750.00=$ 90.00 | $ 59.00 | $ 149.00 | $ 66,305400=$ 14.00 | $ 125.00|$ 139.00 | $ 61,855400=$ 19.00 [ $ 120.00 | $ 139.00 | $ 61,855.00

Asphalt concrete surface course PG 64-22, Type 1M
applied, spread and compacted at the average depth of 1
M5 448 445 |C.Y. 1/2 inches

w

Stabilized crushed aggregate berm in place and compacted | 1 1

n

M6 617 65 C.Y. at the average depth of 2" S 50.00 | $ 3,250.00 ! S 48.00 | $ 30.00 | $ 78.00| $ 5,070.00 ! S 26.00|S$ 30.00|S 56.00 | $ 3,640.00 ! S 25.00|$ 25.00]$ 50.00 | $ 3,250.00
M7 | Spec. 2 Each |Formed Construction Joint (34 L.F.) $ 450.00|$ 900.00 i $ 400.00 [ $ 200.00 {$ 600.00 | $ 1,200.00 i $ 400.00 |$ 75.00|$ 475.00]$ 950.00 i $  450.00 | $ - $ 450.00|$ 900.00
M8 614 1 LS. Maintaining Traffic S 400.00 | $ 400.00 I'$ 1,500.00 | $ 600.00 | $2,100.00 | $ 2,100.00 I $1,600.00 | $ 400.00 | $ 2,000.00 | $ 2,000.001$ 500.00 | $ 500.00 | $ 1,000.00 | $ 1,000.00
M9 | 624 1 LS. Mobilization $ 900.00 | $ 900.00 : $  500.00 |$ 250.00f$ 750.00|$ 750.00 : $1,200.00 | $ 500.00 | $ 1,700.00 | $ 1,700.00 : $ 500.00|$ - $ 500.00 | $ 500.00
M10 | 103.05 1 LS. |Contract Performance & Payment Bond $  400.00 | $ 400.00 | $ 070 [ $ 030]$ 1.00 | $ 1.001$ - S - S - S - 15 1,000.00 | $ - $ 1,000.00 | $  1,000.00
Total] $106,050.00 | $112,805.75 | $ 97,026.00 | $  96,235.00
IMarion Township Road E from Road 8B to the I&0 Railroad 1 1 ] ]
Length: 1,365 L.F. or 0.26 miles : : :
\Width: 15 feet, widen to 18 feet, 3 feet on north side (2,758 S.Y. including 1 1 1
driveway/mailbox and radius work) : : :
Type: ODOT Spec 448 Surface Course w/ 617 Berm @12 inches wide each side 1 1 1
M11| 203 65 |C.Y. |Excavation for Widening Including Embankment S 4000[$ 26000013 40.00[$  25.00|$ 65.00]$ 42250018 4100[$ 200[$ 43.00]$ 2,795.001s 26.00 | $ - $  26.00|S 1,690.00
M12 204 455 |S.Y. Subgrade Compaction S 130 S 591.50 i S 2.00 [ $ 1.00 | $ 3.00|$ 1,365.00 i S 0.10 | $ 0.10 | $ 0.20|$ 91.00 i S 0.50 | $ - S 0.50 | $ 227.50

I [} [}
145.00 | $ 9,425.00!$ 100.00 | $ 71.00|$ 171.00|$ 11,1154OO!$ 15.00 | $ 105.00 | $ 120.00 | $ 7,8004OO!$ 19.00 [ $ 113.00|$ 132.00|$  8,580.00

Asphalt Concrete Base Placed and Compacted at depth of
M13 301 65 C.Y. 5"

v

Bituminous tack coat applied to existing pavement at rate
M14 | 407 140 |[Gal of 0.05 gallons per square yard

I [} [}
S 2.60 | $ 364.00 ! S 1.85($ 1.00|$ 2.85|$ 399.00 ! S 1.00 [ $ 1.00|$ 2.00| S 280.00 ! S 0.20 | $ 1.80|$ 2.00|$ 280.00
T T T

Asphalt concrete surface course PG 64-22, Type 1M 1 1 1
applied, spread and compacted at the average depth of 1 | 1 1

M15 | 448 115 |C.Y. |1/2inches 150.00 | $ 17,250.00!$ 92.00|$ 59.00|$ 151.00]|$ 17,365400!$ 14.00 [ $ 125.00 | $ 139.00 | $ 15,985400!$ 19.00 [ $ 120.00 | $ 139.00 | $ 15,985.00

n

M16 | 617 25 [c.Y. |atthe average depth of 3" $  5000f$ 1,2500001$ 90.00|$ 43.00|$ 133.00|$ 3325.00!$ 26.00|$ 3000|$ 56.00]$ 1,400.000$ 2500|$ 2500[$ 50.00|$ 1,250.00
M17 | Spec. 2 [Each |Formed Construction Joint (36 LF.) $ 500.00 [$ 1,000.00 ;S 400.00 | $ 20000 |$ 600.00[$ 1,20000 7 $ 400.00 |$ 50.00 [$ 450.00[$  900.00;$ 45000 |$ - [$ 4s0.00]$  900.00
M18 | 614 1 |Ls.  [maintaining Traffic $ 70000 [$  700.00 1S 1,500.00 [ $ 1,000.00 [ $2,500.00 | $  2,500.00 I $ 1,600.00 | $ 400.00 | $ 2,000.00 [$ 2,000.00 1S  250.00 | $ 250.00 [$ 500.00[$  500.00
M19 | 624 1 |Ls.  [Mmobilization $ 900.00 [$  900.00Ts 50000 |$ 25000$ 750003  75000Ts 650.00|$ - [$ 650003  650.00T$ 30000[$ - [$ 30000[$ 30000
M20[103.05] 1 |LS. |Contract Performance & Payment Bond S 569.50 |$  569.50 1 $ 070[$  o030]s 100][s 1001 S - s 20000]$ 200.00]$ 20000;$ 30000[$ - [$ 300.00]$  300.00

Total $ 34,650.00 I $ 42,245.00 1 $ 32,101.00 I $ 30,012.50

Marion Township Road D from Road 8B to Road 7
Length: 7,935 L.F. or 1.5 miles
\Width: 18 feet (15,970 S.Y. including driveway/mailbox and radius work)

Type: ODOT Spec 448 Surface Course w/ 617 Berm @12 inches wide each side

Bituminous tack coat applied to existing pavement at rate

M21 | 407 800 |Gal of 0.05 gallons per square yard S 2.60 S 2,080.00 ]S 1.85|$ 1.00|$ 2.85|$  2,280.00|$ 1.00(|$ 1.00)$ 2.00|$ 1,600.00]$ 020 (S 1.80|S$S 2.00|$ 1,600.00

Asphalt concrete surface course PG 64-22, Type 1M
applied, spread and compacted at the average depth of 1
M22 | 448 665 |C.Y. 1/2 inches 1S 150.00|$ 99,750.00
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Stabilized crushed aggregate berm in place and compacted | ] 1 1
I
T
1
|
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S 86.00 | $ 59.00 |$ 145.00|$ 96,425.001$ 14.00 | $ 125.00|$ 139.00|$ 92,435.00 1S 19.00 [ $ 120.00 | $ 139.00 | $ 92,435.00

Stabilized crushed aggregate berm in place and compacted ! T :
5,600.00 | $ 25.00

I [}
5,000.00 1 $ 40.00 6,000.001$  26.00

M23 | 617 100 |C.Y. |at the average depth of 2" $  50.00)$ S 20.00|$ 60.00|$ $ 30.00|$ 56.00]$ $ 25.00]$ 50.00|$ 5,000.00
M24 | Spec. 2 Each |Formed Construction Joint (68 L.F.) $ 450.00|$ 900.00 ! $ 400.00 [ $ 200.00 {$ 600.00 | $ 1,200.00 ! $ 400.00 |$ 50.00|$ 450.00|$ 900.00 ! $  450.00 | $ - $ 450.00|$ 900.00
M25| 614 1 L.S. Maintaining Traffic $ 400.00 | $ 400.00 i $ 1,500.00 | $ 1,000.00 | $ 2,500.00 | $  2,500.00 i $ 900.00 | $ 400.00 | $ 1,300.00 | $ 1,300.00 i $ 250.00 [ $ 250.00|$ 500.00 S 500.00
M26 | 624 1 LS. Mobilization $ 900.00 | $ 900.00 1S 500.00 | $ 250.00|$ 750.00 | $ 750.00 1§ 700.00 | $ - $ 700.00|$ 700.00 1§ 500.00 | $ - $ 500.00 | $ 500.00
M27 | 103.05 1 $ 395.00|$ 395.00 : S 070 [ $ 030]$ 1.00 | $ 1.00 : $ - $ 600.00 | $ 600.00|$ 600.00 : $ 1,000.00 | $ - $ 1,000.00 | $  1,000.00

Total $109,425.00 | $109,156.00 | $103,135.00 | $ 101,935.00

[Marion Township Road 10 from Road A to Road B 1 H H

Length: 5,320 L.F. or 1.01 miles
Width: 15 feet (8,915 S.Y. including driveway/mailbox and radius work)
Type: ODOT Spec 448 Surface Course w/ 617 Berm @12 inches wide each side
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1
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| Engineer's Estimate | Crestline Paving | Gerken Paving | Wards Construction
Ref. | Item I Total Unit TotaL | Unit Price Total Unit TotaL | Unit Price Total Unit TotaL | Unit Price Total Unit TOTAL
No. No. | Quant. | Units Item : Price Bid | AMOUNT BID : Labor Materials Price Bid | AMOUNT BID : Labor Materials | Price Bid | AMOUNT BID : Labor Materials | Price Bid | AMOUNT BID
Bituminous tack coat applied to existing pavement at rate | I 1 1
M28 | 407 450 |Gal of 0.05 gallons per square yard ! S 260 |$ 1,170.00 ! S 1.85|$ 1.00 | $ 2.85|S$ 1,282.50 : S 1.00 | $ 1.00 | $ 2.00 | $ 900.00 : S 0.20 | $ 1.80]$ 2.00 | $ 900.00
Asphalt concrete surface course PG 64-22, Type 1M 1 1 1 1
applied, spread and compacted at the average depth of 1 : : : :
M29 | 448 375 [C.Y. [1/2inches 1 $ 150.00 | $ 56,250.00 ; $ 89.00|$ 59.00|$ 148.00|$ 5550000 $ 14.00 |$ 12500 |$ 139.00]$ 52,125.00;$ 19.00 [ $ 120.00 | $ 139.00 | $ 52,125.00
Stabilized crushed aggregate berm in place and compacted | I [} 1
M30| 617 70 |C.Y. |atthe average depth of 2" ! $  50.00|$ 3,500.00 ! S 4000 |$ 2800|$ 68.00|S$ 4,760.00 ! $ 2600|$ 3000|$ 56.00|$ 3,920.00 ! S 2500|$ 2500]|$ 50.00|$  3,500.00
M31 | Spec. 2 Each |Formed Construction Joint (55 L.F.) 1$ 450.00 | $ 900.00 | $ 400.00 [$ 200.00|$ 600.00|$ 1,200.00|$ 400.00|$ 50.00|S$ 450.00]|$ 900.00 | $  450.00 | $ - S 450.00 | $ 900.00
M32| 614 1 LS. Maintaining Traffic 1$ 400003 400.00 I'$ 1,500.00 [ $ 1,000.00 | $2,500.00 [ $ 2,500.00 I'$ 900.00 [$ 400.00 | $ 1,300.00 [$ 1,300.00 1'$ 250.00 [$ 250.00[$ 500.00]$ 500.00
M33 624 1 LS. Mobilization i S 900.00 | $ 900.00 i $ 500.00 [$ 250.00|$ 750.00|S 750.00 i $ 700.00 | $ - $ 700.00 | $ 700.00 i $  300.00 | $ - S 300.00|$ 300.00
M34 | 103.05 1 L.S. Contract Performance & Payment Bond 1$ 430.00|$ 430.00 | $ 0.70 | $ 0.30 | $ 1.00]$ 1.001$ - $ 350.00 | $ 350.00|$ 350.001$  500.00 | $ - $ 500.00 |$ 500.00
Total} $ 63,550.00 | $ 65,993.50 | $ 60,195.00 | $ 58,725.00
Marion Township Road 10B from Road Y to Road D I | 1 1
Length: 5,260 L.F. or 1.00 miles : : : :
Width: 16 feet (9,400 S.Y. including driveway/mailbox and radius work) 1 1 1 1
Type: ODOT Spec 448 Surface Course w/ 617 Berm @12 inches wide each side | | 1 1
Bituminous tack coat applied to existing pavement at rate | | H H
M35 | 407 470 |Gal of 0.05 gallons per square yard 13 260|$ 1,222.001% 1.85|$ 1.00|$ 2858 1,339.501% 1.00|$ 1.00)$ 2.00[$ 940.00 1 $ 020 (S 1.80|S$S 2.00|$ 940.00
Asphalt concrete surface course PG 64-22, Type 1M i i i i
applied, spread and compacted at the average depth of 1 | | 1 1
M36 | 448 395 |C.Y. 1/2 inches ! $ 150.00 | $ 59,250.00 ! S 87.00 | $ 59.00 | $ 146.00 | $ 57,670.00 ! S 14.00 | $ 125.00 | $ 139.00 | $ 54,905.00 ! S 19.00 | $ 120.00 | $ 139.00 | $ 54,905.00
Stabilized crushed aggregate berm in place and compacted i i i i
M37 | 617 65 C.Y. at the average depth of 2" s 50.00 | $ 3,250.0013 50.00 | $ 29.00 | $ 79.00|$ 5,135001$ 26.00|$ 3000|$ 56.00 | $ 3,640.0013S 25.00[$ 25.00]$ 50.00 | $ 3,250.00
M38 | Spec. 2 Each |Formed Construction Joint (95 L.F.) : $ 45000 |$ 900.00 : $ 400.00 [ $ 200.00 {$ 600.00 | $ 1,200.00 : $ 400.00 |$ 50.00|$ 450.00|$ 900.00 : $  450.00 | $ - $ 450.00|$ 900.00
M39 614 1 LS. Maintaining Traffic 1$ 400.00 | $ 400.00 | $ 1,500.00 | $ 1,000.00 | $ 2,500.00 | $ 2,500.00 | $ 900.00 | $ 400.00 | $ 1,300.00 | $ 1,300.00 | $ 250.00 [ $ 250.00 | $ 500.00 | $ 500.00
M40 | 624 1 LS. Mobilization ! $ 900.00 | $ 900.00 ! $ 500.00 |$ 250.00f$ 750.00|$ 750.00 ! $ 700.00 | $ - $ 700.00 | $ 700.00 ! $  300.00|$ - $ 300.00|$ 300.00
M41 | 103.05 1 LS. |Contract Performance & Payment Bond 1S 403.00]$ 403.00 1 $ 070 [ $ 030]$ 1.00|$ 1.00)$ - $ 375.00$ 375.00]$ 500.00 | $ - $ 500.00 | $ 500.00
Totall $ 66,325.00 | $ 68,595.50 | $ $  61,295.00
Damascus Township Road 5A from Road P to Road P3 i i i
Length: 2,650 L.F. or 0.5 miles I I [}
\Width: 10.25 feet, widen to 16.25 feet, 6 feet on West side (4,809 S.Y. including : : :
driveway/mailbox and radius work) | | 1
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 24 inches wide each side ! ! !
D1 203 250 |C.Y. |Excavation for Widening Including Embankment 1$ 42.00 | $ 10,500.00 | $ 20.00 | $ 14.00 | $ 34.00|$ 850000 1S 24.00]|$ 2.00 | $ 26.00 | $ 26.00 | $ - S 26.00 | $ 6,500.00
D2 204 | 1,770 |S.Y.  |Subgrade Compaction ! S 130|$ 2,301.00 ! S 1.00 | $ 075]$ 1.75|$ 3,097.50 ! $ 010[$ 0.10]S$ 020]$ 0.20($ - S 020]$ 354.00
Asphalt Concrete Base Placed and Compacted at depth of i i i
D3 301 250 [C.Y.  [s" 1$ 145.00|$ 36,250.00 1S 97.00|$ 59.00|$ 156.00|$ 39,000.001$ 1500 |$ 105.00|$ 120.00|$ 30,000.00 10.00 [ $ 110.00 | $ 120.00 | $ 30,000.00
Bituminous tack coat applied to existing pavement at rate : : :
D4 407 245 |Gal of 0.05 gallons per square yard 1$ 260 637.00 | $ 1.85|$ 1.00|$ 285]$ 698.25 | $ 1.00(|$ 1.00)$ 2.00[$ 490.00 020 (S 1.80|S$S 2.00|$ 490.00
Asphalt concrete surface course PG 64-22, Type 1M : : :
applied, spread and compacted at the average depth of 1 | 1 1
D5 448 200 |C.Y. 1/2 inches 1S 150.00|$ 30,000.00 IS 91.00 | $ 59.00 | $ 150.00 | $ 30,000.00 I $ 14.00 | $ 125.00 | $ 139.00 | $ 27,800.00 19.00 | $ 120.00 | $ 139.00 | $ 27,800.00
Stabilized crushed aggregate berm in place and compacted : : :
D6 617 131 |[C.Y. at the average depth of 4" 1$ 55.00 | $ 7,205.00 | $ 40.00 | $ 24.00 | $ 64.00|$ 8,384001S 26.00|S 30.00]|S 56.00 | $ 26.00 [$ 30.00]$ 56.00 | $ 7,336.00
D7 | Spec. 2 Each |Formed Construction Joint (82 L.F.) 1'$ 500.00|$ 1,000000$ 40000[$ 20000]$ 600.00]$ 1,2000001$ 40000[$ 50.00[$ 450.00][3 450.00 | $ - $ 450.00|$ 900.00
D8 614 1 LS. Maintaining Traffic i S 900.00 | $ 900.00 i $ 1,000.00 [ $ 500.00 | $ 1,500.00 | $ 1,500.00 i $1,600.00 [ $ 400.00 | $ 2,000.00 | $ . 2,500.00 [ $ 500.00 | $ 3,000.00 | $ 3,000.00
D9 624 1 LS. Mobilization 1$ 900.00($ 900.00 IS 500.00 | $ 250.00 |$ 750.00|$ 750.00 1 $2,400.00 | $ - $2,400.00 | $ 2,400.00 I $ 6,000.00 | $ - $ 6,000.00 | $  6,000.00
D10 | 103.05 1 LS. |Contract Performance & Payment Bond TS 602.00]$ 602.00 1 § 070 [ $ 030]$ 1.00|$ 1.00 73 - S 470.00 | $ 470.00]$ 470.00 1 $ 1,000.00 [ $ - $ 1,000.00 | $  1,000.00
Total| $ 90,295.00 | $ 93,130.75 | $ 78,250.00 | $ 83,380.00
Napoleon Township Road 16B from Road M2 North 2,060 feet : : : :
Length: 2,060 L.F. or 0.39 miles 1 1 1 1
\Width: 14 feet (3,205 S.Y. including radius work) : : : :
Type: Chemical (Cement) Stabilization, Specifications can be found in Appendix D 1 1 1 1
] ] I I
N1 | Spec. | 3,205 |S.Y. Full Depth, Chemical Stabilized Base Course (12", 12") : : : :
Pass # 1 is 12" deep and 14' Wide 1 1 1 1
Pass # 2 is 12" deep and 14' Wide ! S 3.80 | $ 12,179.00 ! S 458 | S 2.00 | $ 6.58 | S 21,088.90 ! S 135|$ 130 S 2.65|S$ 8,493.25 ! S 2.65|$ - S 265|$ 8,493.25
N2 204 | 3,205 |S.Y. |Subgrade Compaction i S 130|$  4,166.50 i S 0.88[$ 040|$ 1.28|$  4,102.40 i S 1.00|$ 1.00)$ 200|$ 6,410.0 i S 2.00($ - S 2.00|$  6,410.00
N3 209 2,060 |L.F. Linear Grading s 1.50|$ 3,090.001% 0.70 | $ 0.30|$ 1.00|$ 2,060.001$ 1.00 | $ 1.00 | $ 2.00|$ 4,120001% 2.00 | $ - S 2.00|S$ 4,120.00
N4 | Spec. 86 |Tons |Portland Cement (53.9 Lbs/SY) : $ 130.00 | $ 11,180.00 : S 70.00 [$  35.00|$ 105.00|$ 9,030.00 : $ 18.00|$ 97.00|$ 115.00|$ 9,890.00 : S 15.00 [ $ 100.00 | $ 115.00 | $  9,890.00
N5 Spec. 14.5 |M Gal |Water 1S 40.00 | $ 580.00 | $ 300.00|$ 150.00|$ 450.00|$ 6,525.00 | $ 2.00 [ $ 8.00 | $ 10.00 | $ 145.00 | $ 5.00 | $ 5.00 | $ 10.00 | $ 145.00
N8 614 1 LS. Maintaining Traffic ! $ 5,500.00 | $  5,500.00 ! $ 1,000.00 | $ 500.00 | $1,500.00 | $ 1,500.00 ! $ 800.00 | $ 500.00 | $ 1,300.00 | $ 1,300.00 ! $ 1,000.00 | $ 150.00 | $ 1,150.00 | $  1,150.00
N9 624 1 LS. Mobilization i $ 1,000.00 | $ 1,000.00 i $ 500.00 [$ 250.00|$ 750.00|S 750.00 i $3,450.00 [ $ 750.00 | $ 4,200.00 | $ 4,200.00 i $ 1,500.00 | $ - $ 1,500.00 | $ 1,500.00




| Engineer's Estimate | Crestline Paving | Gerken Paving | Wards Construction
Ref. | Item I Total Unit TotaL | Unit Price Total Unit TotaL | Unit Price Total Unit TotaL | Unit Price Total Unit TOTAL
No. No. | Quant. | Units Item : Price Bid | AMOUNT BID : Labor Materials Price Bid | AMOUNT BID : Labor Materials | Price Bid | AMOUNT BID : Labor Materials | Price Bid | AMOUNT BID
N10 | 103.05 1 L.S. Contract Performance & Payment Bond 1S 65450 | $ 654.50 1 $ 0.70 | $ 0.30|$ 1.00]$ 1.001$ - $ 225.00|$ 225.00]S 225.00 1'$ 1,000.00 | $ - $ 1,000.00 | $ 1,000.00
Total} $ 38,350.00 | $ 45,057.30 $ 34,783.25 | $ 32,708.25
Napoleon Township Road M1 From Road 17D West 910 feet 1 1 I I
Length: 910 L.F. or 0.17 miles : : : :
\Width: 18 feet (1,870 S.Y. including driveway/mailbox and radius work) | | 1 1
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 12 inches wide each side ! ! ! !
Bituminous tack coat applied to existing pavement at rate | ] 1 1
N11 | 407 95 |Gal of 0.05 gallons per square yard s 2.60|$ 247.00 1 $ 1.85|$ 1.00]|$ 285]$ 270.75 1§ 1.00|$ 1.00)$ 2.00[$ 190.00 I $ 020 (S 1.80|S$S 2.00($ 190.00
Asphalt concrete surface course PG 64-22, Type 1M 1 i i i
applied, spread and compacted at the average depth of 2 | | 1 1
N12 448 105 [C.Y. inches ! $ 155.00 | $ 16,275.00 ! $ 106.00 | $ 59.00 | $ 165.00 | $ 17,325.00 ! S 14.00 | $ 125.00 | $ 139.00 | $ 14,595.00 ! S 19.00 | $ 120.00 | $ 139.00 | $ 14,595.00
Stabilized crushed aggregate berm in place and compacted i i i i
N13 617 15 C.Y. at the average depth of 2" 1$ 55.00 | $ 825.00 1 $ 50.00 | $ 35.00 | $ 85.00|$ 1,275.001$ 26.00|$ 30.00]|$ 56.00 | $ 840.00 1 $ 26.00 [$ 30.00]$ 56.00 | $ 840.00
N14 | Spec. 2 Each |Formed Construction Joint (128 L.F.) : $ 700.00 | $ 1,400.00 : $  600.00 | $ 300.00 f$ 900.00 | $ 1,800.00 : $ 400.00 |$ 50.00|$ 450.00|$ 900.00 : $  450.00 | $ - $ 450.00|$ 900.00
N15 614 1 LS. Maintaining Traffic 1$ 500.00|$ 500.00 | $ 1,000.00 | $ 500.00 | $1,500.00 | $ 1,500.001$ 900.00 | $ 400.00 | $ 1,300.00 | $ 1,300.001$ 600.00 | $ 600.00 | $ 1,200.00 | $ 1,200.00
N16 | 624 1 LS. Mobilization ! $ 1,000.00 | $  1,000.00 ! $ 500.00 |$ 250.00f$ 750.00|$ 750.00 ! $ 700.00 | $ - $ 700.00 | $ 700.00 ! $ 1,500.00 | $ - $ 1,500.00 | $  1,500.00
N17 | 103.05 1 LS. |Contract Performance & Payment Bond 1S 428.00]$ 428.001 $ 070 [ $ 030]$ 1.00|$ 1.00)$ - $ 125.00|$ 125.00|$ 125.00 1 S 300.00 [ $ - $ 300.00|$ 300.00
Totall $ 20,675.00 T $ 22,921.75 1 $ 18,650.00 I $ 19,525.00
Napoleon Township School/Fisher Street from Road 17D to Road M1 (in Okolona) i i i i
Length: 800 L.F. or 0.15 miles 1 1 I I
Width: 18 feet (1,680 S.Y. including driveway/mailbox and radius work) : : : :
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 12 inches wide each side ] ] 1 1
Bituminous tack coat applied to existing pavement at rate : : : :
N18 407 85 Gal of 0.05 gallons per square yard 1S 2.60 | $ 221.00 | $ 1.85|$ 1.00 | $ 2.85| S 242.251 S 1.00 | $ 1.00| $ 2.00 | $ 170.00 | $ 0.20 | $ 1.80]$ 2.00 | $ 170.00
Asphalt concrete surface course PG 64-22, Type 1M 1 1 1 1
applied, spread and compacted at the average depth of 1 : : : :
N19 | 448 60 |C.Y. |1/4inches 1$ 155.00|$ 9,300.001$ 100.00 [$ 80.00$ 180.00|$ 10,800.001$ 14.00 [$ 125.00 S 139.00|$ 8,340.001$ 19.00 [ $ 120.00 | $ 139.00 | $  8,340.00
Stabilized crushed aggregate berm in place and compacted T : : :
N20 | 617 10 |C.Y. [atthe average depth of 2" 1$ 55.00($ 550.00 | $ 80.00|$ 3500|$ 11500|$ 1,150.00 | $ 26.00|$ 30.00|$ 56.00]|$ 560.00 | $ 26.00|$ 3000]|S$ 56.00|$ 560.00
N21 | Spec. 2 Each |Formed Construction Joint (88 L.F.) 1's 700.00]$ 1,400.00 1$ 400.00|$ 20000[$ 600.00]|$ 1,200.00 1$ 400.00|$ 5000|$ 450.00]$ 900.001'$  450.00 | $ - S 450.00| S 900.00
N22 | 614 1 LS. Maintaining Traffic : $ 500.00 | $ 500.00 : $ 1,000.00 | $ 500.00 | $1,500.00 | $ 1,500.00 : $ 900.00 | $ 400.00 | $ 1,300.00 | $ 1,300.00 : $  600.00 | $ 600.00|$ 1,200.00 | $  1,200.00
N23 624 1 LS. Mobilization 1$1,00000|$ 1,000.001S$ 500.00|S$ 250.00|S$ 750.00|S 750.001$ 700.00 | $ - $ 700.00 | $ 700.00 1 $ 1,500.00 | $ - $ 1,500.00 | $ 1,500.00
N24 | 103.05 1 L.S. Contract Performance & Payment Bond ! S 429.00|$S 429.00 ! S 0.70 | $ 0.30|$ 1.00]$ 1.00 ! S - $ 100.00 | $ 100.00 | $ 100.00 ! $  300.00 | $ - S 300.00|$ 300.00
Total| $ 13,400.00 | $ 15,643.25 | $ 12,070.00 | $ 12,970.00
Washington Township Road 1D from Road S3 to Road T3 : : : :
Length: 5,360 L.F. or 1.02 miles ] ] 1 1
Width: 12 feet (7,285 S.Y. including driveway/mailbox and radius work) 1 1 1 1
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 12 inches wide each side : : : :
Bituminous tack coat applied to existing pavement at rate | I [} 1
W1 | 407 365 |Gal of 0.05 gallons per square yard ! S 2.65($ 967.25 ! S 1.85|$ 1.00|$ 2.85|$  1,040.25 ! S 1.00(|$ 1.00)$ 2.00[$ 730.00 ! S 020 (S 1.80|S$S 2.00[$ 730.00
Asphalt concrete surface course PG 64-22, Type 1M 1 1 1 1
applied, spread and compacted at the average depth of 1 : : : :
W2 448 304 |C.Y. 1/2 inches 1 $ 155.00 | $ 47,120.00 1 $ 100.00 | $ 51.00 | $ 151.00 | $ 45,904.00 1 S 14.00 | $ 125.00 | $ 139.00 | $ 42,256.00 1 S 19.00 | $ 120.00 | $ 139.00 | $ 42,256.00
Stabilized crushed aggregate berm in place and compacted | | 1 1
W3 617 66 C.Y. at the average depth of 2" ! S 55.00 | $ 3,630.00 ! S 50.00 | $ 27.00 | $ 77.00| $ 5,082.00 ! $ 26.00|S$ 30.00|S 56.00 | $ 3,696.00 ! S 26.00 [$ 30.00]$ 56.00 | $ 3,696.00
W4 | Spec. 2 Each |Formed Construction Joint (137 L.F.) 1$ 700.00|$ 1,400.00 |$ 600.00 [$ 300.00|$ 900.00|$ 1,800.00 | $ 400.00 |$ 50.00 S 450.00|$ 900.00 | $  450.00 | $ - $ 450.00|$ 900.00
W5 614 1 LS. Maintaining Traffic ! $ 500.00 | $ 500.00 ! $ 1,000.00 [ $ 500.00 | $ 1,500.00 | $ 1,500.00 ! $ 900.00 [ $ 400.00 | $ 1,300.00 | $ 1,300.00 ! $  600.00 | $ 600.00 | $ 1,200.00 | $ 1,200.00
W6 | 624 1 LS. Mobilization : $ 920.00|$ 920.00 : $ 500.00 | $ 250.00f$ 750.00|$ 750.00 : $1,200.00 | $ - $ 1,200.00 | $  1,200.00 : $ 2,700.00 | $ - $2,700.00 | $  2,700.00
W7 |103.05 1 LS. |Contract Performance & Payment Bond 1$ 61275 612.751$ 070 [ $ 030]$ 1.00|$ 1.001$ - $ 300.00|$ 300.00|$ 300.001$  500.00 | $ - $ 500.00 | $ 500.00
Totaly $ 55,150.00 $ 56,077.25 $ 50,382.00 ; $ 51,982.00
Total of Entire Bid $ 597,870.00 $ 631,626.05 $ 549,352.25 $ 548,767.75




