
Road G1 from Road 17 to Road 18

Length: 5325 L.F. or 1.01 miles

Width: 10.5 (Approx. 6,315 S.Y. including driveway/mailbox and radius work)
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 1.5 feet  wide each side

Ref. # Item Quanity Unit Description Unit Price Total Price Unit Price Total Price

1 407 320 Gal Bituminous tack coat applied to existing pavement

2.80$              896.00$                1.90$           608.00$       

2 448 265 C.Y.

average depth of 1 1/2 inches 158.00$          41,870.00$           143.00$       37,895.00$  

3 617 150 C.Y. Stabilized crushed aggregate berm in place and 

compacted at the average depth of 3" 60.00$            9,000.00$             55.00$         8,250.00$    

4 Spec. 2 EA Formed Construction Joint ( 114 L.F.) 450.00$          900.00$                575.00$       1,150.00$    

5 614 1 L.S. Maintaining Traffic 1,500.00$       1,500.00$             1,750.00$    1,750.00$    

6 624 1 L.S. Mobilization 950.00$          950.00$                2,500.00$    2,500.00$    

7 103.05 1 L.S. Contract Performance & Payment Bond 984.00$          984.00$                350.00$       350.00$       

TOTAL BID 56,100.00$           52,503.00$  

Road G1 from Road 18 to Road 19

Length: 2110 L.F. or 0.40 miles

Width: 12 (Approx. 2,815 S.Y. including driveway/mailbox and radius work)

Type: ODOT Spec 448 Leveling Course w/ 617 Berm @ 1.5 feet  wide on south side and where leveling course is applied

Ref. # Item Quanity Unit Description Unit Price Total Price Unit Price Total Price

1 407 145 Gal Bituminous tack coat applied to existing pavement

2.60$              377.00$                1.90$           275.50$       

4 448 120 C.Y.

average depth of 1 1/2 inches 165.00$          19,800.00$           143.00$       17,160.00$  

5 617 65 C.Y.

60.00$            3,900.00$             55.00$         3,575.00$    

6 Spec. 4 EA Formed Construction Joint ( 24 L.F.) 500.00$          2,000.00$             575.00$       2,300.00$    

7 614 1 L.S. Maintaining Traffic 800.00$          800.00$                1,600.00$    1,600.00$    

8 624 1 L.S. Mobilization 1,623.00$       1,623.00$             1,500.00$    1,500.00$    

9 103.05 1 L.S. Contract Performance & Payment Bond 1,000.00$       1,000.00$             175.00$       175.00$       

TOTAL BID 29,500.00$           26,585.50$  

Gerken Paving

Type 1M applied, spread and compacted at the

Stabilized crushed aggregate berm in place and 

compacted at the average depth of 2".  Berm to be 

placed along south side of road for the entire length 

and on both sides of road where leveling course is 

applied.  

Engineer's Estimate

Engineer's Estimate

Type 1M applied, spread and compacted at the

at rate of 0.05 gallons per square yard

Asphalt concrete leveling course PG 64-22,

at rate of 0.05 gallons per square yard

Asphalt concrete surface course PG 64-22,
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