Bid Tab
Harrison Township Paving Project
July 1, 2014

Road 10 from Road M to Bridge South of Road N
Length: 4580 Feet or 0.87 Mile(s)
(Approx. 6220 S.Y. including radius and driveway work)
Type: ODOT Spec 448 W/ 617 Berm @ 2 Feet Wide Each Side

Width: 12 Feet

Engineer's Estimate Bergman | Gerken Paving
Ref. #| Item |Quantity | Unit |Description Unit Price Total Price Unit Price __ Total Price | Unit Price _Total Price |
1 407 310 Gal Bituminous Tack Coat applied at 0.05 gallons per square yard $ 2.60| % 806.00 I'$ 3.00 $ 930.00 I'$ 1.90 $ 589.001
Asphalt concrete surface course PG 64-22, Type 1M applied, spread I I 1
2 1448 260 C.Y. and compacted at the average depth of 1.5 inches $ 160.00({$ 41,600.00 I 151.00 $ 39,260.00 I $ 141.00 $ 36,660.00 I
Stabilized crushed aggregate berm in place and compacted at the ! ! !
3 |617 170 C.Y. average depth of 3 inches $ 55.00 | $ 9,350.00 !$ 26.00 $ 4,420.00 ! 55.00 $ 9,350.00 !
4 |Spec. |2 EA Formed Construction Joint (83 L.F.) $ 1,100.00( $ 2,200.00 y$  100.00 $ 200.00 y$ 750.00 $ 1,500.00 ,
5 614 1 L.S. Maintaining Traffic $ 2,000.00($ 2,000.00 y$ 2,000.00 $ 2,000.00 y $1,000.00 $ 1,000.00 y
6 624 |1 LS. Mobilization $ 2,000.00/$  2,000.00 §$ 2,000.00 $ 2,000.00 § $1,500.00 $ 1,500.00 |
7 [103.05 |1 L.S. Contract Performance & Payment Bond $ 1,044.00($ 1,044.00 1$ 750.00 $ 750.00 1 $ 250.00 $ 250.00 j
Estimate Total $  59,000.00 | $ 49,560.00 | $50,849.00 |




