Marion Township Project (fill in Highlighted Cells) (Print off Excel bid sheet and include with submitted bid proposal)

Engineer's Estimate

Gerken Paving

Ward Construction

Ref. Iltem Total Unit TOTAL Unit Price Total Unit TOTAL Unit Price Total Unit TOTAL
No. No. Quant. | Units ltem Price AMOUNT BID Labor Materials Price Bid AMOUNT BID Labor Materials Price Bid AMOUNT BID
Bartlow Township Road C from Road 5 to Road 6
Length: 5,375 L.F. or 1.02 miles
Width: 15 feet, widen to 16 feet, 1'9
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 1 foot wide each side
B1 203 100 |cC.Y. Excavation for Widening Including Embankment, Depth of 6" S 35.00| S 3,500.00 | $ 25.00 | $ 5.00]S 30.00| S 3,000.00 | $ 26.00 | $ - S 26.00| S 2,600.00
B2 204 600 |[S.Y. Subgrade Compaction S 1.30]$ 780.00 | $ 1.00 | $ 1.00] S 2.001]1$ 1,200.00 | S 0.50 | $ - S 0.50]$S 300.00
B3 301 100 |C.Y. Asphalt Concrete Base Placed and Compacted at a Depth of 6" S 145.00 | S 14,500.00 | S 30.00 | $ 11000)$ 140.00]S 14,000.00 | S 45.00 (S 105.00|$ 150.00]S 15,000.00
Bituminous Tack Coat applied to existing pavement at a rate of 0.05
B4 407 485 |Gal gallons per square yard S 260]S 1,261.00 | $ 1.00 | $ 1.00 ]S 200]$ 970.00 | $ 0.15|$ 1.85]5S 2.001]$ 970.00
Asphalt concrete surface course PG 64-22, Type 1M applied, spread
B5 448 405 |C.Y. and compacted at the average depth of 1 1/2 inches S 155.00 | S 62,775.00 | 25.00|$ 120.00]S 145.00] S 58,725.00 ) $ 19.00 | $ 120.00]$ 139.00]S 56,295.00
Stabilized crushed aggregate berm in place and compacted at the
B6 617 100 |C.Y. average depth of 3" S 50.00 | S 5,000.00 | $ 20.00 S 35.00]5S 55.00 | $ 5,500.00 | $ 25,00 (S 20.00]S 45.00 | $ 4,500.00
B7 Spec. 2 EA Formed Construction Joint (93 L.F.) S 800.00 | $ 1,600.00 S 500.00 S 150.00]$ 650.00]$ 1,300.00 § S 650.00 | $ - S 650.00]S 1,300.00
B8 614 1 L.S. Maintaining Traffic S 1,000.00 | $ 1,000.00 § S 900.00 [ $ 100.00|S$ 1,000.00]$ 1,000.00 § S 1,050.00 [ S 200.00 | $ 1,250.00 | $ 1,250.00
B9 624 1 L.S. Mobilization S 900.00 | $ 900.00 § $ 2,350.00 | S 400.00|$ 2,750.00]$ 2,750.00 § $ 3,000.00 | S - S 3,000.00 | S 3,000.00
B10 | 103.05 1 L.S. Contract Performance & Payment Bond S 684.00 | $ 684.00 ]S 100.00| S 550.00|$ 650.00]$ 650.00 § S 600.00 | S - S 600.00]S 600.00
Total S 92,000.00 S 89,095.00 S 85,815.00
Bartlow Township Road C from Road 6 to Road 7
Length: 5,390 L.F. or 1.02 miles
Width: 15 feet, widen to 16 feet, 1' on South Side (Approx. 9,610 S.Y. including driveway/mailbox work)
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 1 foot wide each side
B11 203 100 |cC.Y. Excavation for Widening Including Embankment, Depth of 6" S 35.00| S 3,500.00 | $ 25.00 | $ 500]S 30.00| S 3,000.00 | $ 26.00 | $ - S 26.00| S 2,600.00
B12 204 600 |[S.Y. Subgrade Compaction S 1.30]$ 780.00 | $ 1.00 | $ 1.00] S 2.001]$ 1,200.00 | $ 0.50 | $ - S 0.50]$S 300.00
B13 301 100 |C.Y. Asphalt Concrete Base Placed and Compacted at a Depth of 6" S 145.00 | S 14,500.00 | $ 30.00 | S 110.00] S 140.00| S 14,000.00 | S 45.00|S$ 105.00]$ 150.00]S$ 15,000.00
Bituminous Tack Coat applied to existing pavement at a rate of 0.05
B14 407 485 |Gal gallons per square yard S 260]S 1,261.00 § $ 1.00 (S 1.00]S 2.00]S 970.00 | $ 0.15| S 1.85]S 2.00(S 970.00
Asphalt concrete surface course PG 64-22, Type 1M applied, spread
B15 448 400 |[C.Y. and compacted at the average depth of 1 1/2 inches S 155.00 | $ 62,000.00 | $ 25.00 | S 120.00] S 145.00| S 58,000.00 | S 19.00 | $§ 120.00|$ 139.00|S$ 55,600.00
Stabilized crushed aggregate berm in place and compacted at the
B16 617 100 |C.Y. average depth of 3" S 50.00 | S 5,000.00 | $ 20.00|S 35.00]5S 55.00 | S 5,500.00 | $ 25,00 (S 20.00]S 45.00 | $ 4,500.00
B17 | Spec. 2 EA Formed Construction Joint (60 L.F.) S 800.00 | $ 1,600.00 ] S 500.00$ 150.00]S 650.00]$ 1,300.00 | S 650.00 | $ - S 650.00]S 1,300.00
B18 614 1 L.S. Maintaining Traffic S 1,000.00 | $ 1,000.00 § S 900.00 [ $ 100.00|S$ 1,000.00]$ 1,000.00 § $ 1,050.00 [ $ 200.00 | $ 1,250.00 | $ 1,250.00
B19 624 1 L.S. Mobilization S 900.00 | $ 900.00 § $ 2,350.00 | S 400.00|$ 2,750.00]$ 2,750.00 | $ 3,000.00 | S - $ 3,000.00 | $ 3,000.00
B20 | 103.05 1 L.S. Contract Performance & Payment Bond S 659.00 | $ 659.00 ]S 100.00|S$ 550.00|$ 650.00]$ 650.00 ] S 600.00 | S - S 600.00]S 600.00
Total S 91,200.00 S 88,370.00 S 85,120.00
Liberty Township Road 8 from Road T to Road U
Length: 5340 L.F. or 1.01 miles
Width: 17 feet (Approx. 10,237 S.Y. including driveway/approach and radius work)
Type: ODOT Spec 448 Surface Course w/ 617 Berm placed and compacted an average of 1' wide on each side
Bituminous Tack Coat applied to existing pavement at a rate of 0.05
L1 407 515 Gal |gallons per square yard S 2.80|S 1,442.00 } 1.00 S 1.00]S 2.00]S 1,030.00 | $ 0.15| S 1.85]S 2.00(S 1,030.00
Asphalt concrete surface course PG 64-22, Type 1M applied, spread
L2 448 355 C.Y. |and compacted at the average depth of 1 1/4 inches S 155.00 | $ 55,025.00 | $ 20.00 | S 116.00] S 136.00 | S 48,280.00 | S 16.00 | $ 120.00|$ 136.00|S$S 48,280.00
Stabilized crushed aggregate berm in place and compacted at the
L3 617 66 C.Y. |average depth of 2" S 55.00 | S 3,630.00 | $ 20,00 | S 34.00]5S 54.00 | S 3,564.00 | $ 34.00|S 20.00]S 54.00 | S 3,564.00
L4 Spec. 5 EA |Formed Construction Joints (364 L.F.) S 1,000.00 | $ 5,000.00f$ 500.00|S$ 150.00]$ 650.00]$ 3,250.00 S 650.00 | S - S 650.00]S 3,250.00
L5 614 1 L.S. [Maintaining Traffic S 1,500.00 | $ 1,500.00 § S 900.00 [ $ 100.00|S$ 1,000.00]$ 1,000.00 § S 800.00 [ $ 200.00 ] $ 1,000.00 | $ 1,000.00
L6 624 1 L.S. [Mobilization S 1,500.00 | $ 1,500.00 | $ 2,000.00 [ S 400.00|S 2,400.00]$ 2,400.00 | $ 3,500.00 | S - $ 3,500.00 | $ 3,500.00
L7 103.05 1 L.S. [Contract Performance & Payment Bond S 503.00 | $ 503.00]$ 100.00| S 300.00|$ 400.00]S$ 400.00 | $ 400.00 | $ - S 400.00]S 400.00
Total S 68,600.00 $ 59,924.00 S 61,024.00
Liberty Township Road 10 from Overpass Joint to Road S
Length: 3620 L.F. or 0.69 miles
Width: 18 feet (Approx. 7,276 S.Y. including driveway/mailbox and radius work)




Engineer's Estimate

Gerken Paving

Ward Construction

Ref. Iltem Total Unit TOTAL Unit Price Total Unit TOTAL Unit Price Total Unit TOTAL
No. No. Quant. | Units Item Price AMOUNT BID Labor Materials Price Bid AMOUNT BID Labor Materials Price Bid AMOUNT BID
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 2 feet wide each side
Bituminous tack coat applied to existing pavement at rate of 0.05
L8 407 365 |Gal gallons per square yard S 2.801|S 1,022.00 § $ 1.00 S 1.00]S 2.00]S 730.00} $ 0.15| S 1.85]S 2.00(S 730.00
Asphalt concrete surface course PG 64-22, Type 1M applied, spread
L9 448 303 |C.Y. and compacted at the average depth of 1 1/2 inches S 155.00 | $ 46,965.00 | $ 20.00 | S 116.00] S 136.00 | S 41,208.00 | S 16.00 | $ 120.00|$ 136.00|S$S 41,208.00
Stabilized crushed aggregate berm in place and compacted at the
L10 617 179 |C.Y. average depth of 4" S 55.00 | S 9,845.00 | $ 1000 [ S 29.00]S 39.00]$ 6,981.00 | $ 19.00[$ 20.00]S$ 39.00| S 6,981.00
L11 Spec. 2 EA Formed Construction Joint (96 L.F.) S 1,500.00 | $ 3,000.00f$ 500.00|S$ 150.00]$ 650.00]$ 1,300.00 ] S 650.00 | $ - S 650.00]S 1,300.00
L12 614 1 L.S. Maintaining Traffic S 1,500.00 | $ 1,500.00 § S 900.00 [ $ 100.00|S$ 1,000.00]$ 1,000.00 § S 800.00 [ $ 200.00 ] $ 1,000.00 | $ 1,000.00
L13 624 1 L.S. Mobilization S 1,500.00 | $ 1,500.00 § $ 2,000.00 [ $ 400.00|S 2,400.00]$ 2,400.00 | $ 3,500.00 | S - $ 3,500.00 | $ 3,500.00
L14 | 103.05 1 L.S. Contract Performance & Payment Bond S 468.00 | $ 468.00 S 100.00|S$S 225.00]S 325.00]$S 325.00 S 325.00|$ - S 32500]S 325.00
Total S 64,300.00 $ 53,944.00 $ 55,044.00
Marion Township Road B from Road 10A to Road 12
Length: 7,230 L.F. or 1.37 miles
Width: 14.5 Feet (Approx. 11,715 S.Y. including driveway/mailbox and radius work)
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 1 feet wide each side
Bituminous tack coat applied to existing pavement at rate of 0.05
M1 407 590 Gal |gallons per square yard S 260]S 1,534.00 } $ 1.00 S 1.00]S 2.00]S 1,180.00 | $ 0.15| S 1.85]S 2.00(S 1,180.00
Asphalt concrete surface course PG 64-22, Type 1M applied, spread
M2 448 410 C.Y. |and compacted at the average depth of 1 1/4 inches S 155.00 | $ 63,550.00 | $ 30.00 | S 120.00] S 150.00| S 61,500.00 | S 19.00 | $§ 120.00|$ 139.00|S$ 56,990.00
Stabilized crushed aggregate berm in place and compacted at the
M3 617 90 C.Y. |average depth of 2" S 60.00 | $ 5,400.00 | $ 30,00 (S 30.00]S 60.00 | $ 5,400.00 | $ 25,00 (S 20.00]S 45.00 | S 4,050.00
M4 Spec. 2 EA |Formed Construction Joint (80 L.F.) S 450.00 ] $ 900.00 S 550.00|S$ 100.00|$ 650.00]$ 1,300.00 ] S 650.00 | $ - S 650.00]S 1,300.00
M7 614 1 L.S. [Maintaining Traffic S 1,500.00 | $ 1,500.00 § S 900.00 [ $ 100.00|S$ 1,000.00]$ 1,000.00 § $ 1,050.00 [ $ 200.00 | $ 1,250.00 | $ 1,250.00
M8 624 1 L.S. [Mobilization S 916.00 | $ 916.00 | $ 1,800.00 | S 200.00|$ 2,000.00]$ 2,000.00 § $ 3,000.00 | S - $ 3,000.00 | $ 3,000.00
M9 | 103.05 1 L.S. [Contract Performance & Payment Bond S 500.00 | $ 500.00]$ 100.00|S$S 400.00|$ 500.00]S$S 500.00 | $ 500.00 | $ - S 500.00]S 500.00
Total S 74,300.00 S 72,880.00 S 68,270.00
Marion Township Road 8B from Road D to Road E
Length: 5,345 L.F. or 1.01 miles
Width: 16 Feet (Approx. 9,555 S.Y. including driveway/mailbox and radius work)
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 1 feet wide each side
Bituminous tack coat applied to existing pavement at rate of 0.05
M10 407 480 Gal |gallons per square yard S 260]S 1,248.00 | $ 1.00 | S 1.00]S 2.00]S 960.00 | $ 0.15| S 1.85]S 2.00(S 960.00
Asphalt concrete surface course PG 64-22, Type 1M applied, spread
M11 448 400 C.Y. |and compacted at the average depth of 1 1/2 inches S 155.00 | $ 62,000.00 | $ 30.00 | S 120.00] S 150.00| S 60,000.00 | S 19.00 | $§ 120.00|$ 139.00|S$ 55,600.00
Stabilized crushed aggregate berm in place and compacted at the
M12 617 70 C.Y. |average depth of 2" S 50.00 | S 3,500.00 | $ 30,00 (S 30.00]5S 60.00 | $ 4,200.00 | $ 25,00 (S 20.00]S 45.00 | $ 3,150.00
M13 | Spec. 2 EA |Formed Construction Joint (126 L.F.) S 450.00 ] $ 900.00$ 550.00|S$ 100.00|$ 650.00]$ 1,300.00 ] S 650.00 | $ - S 650.00]S 1,300.00
M14 614 1 L.S. [Maintaining Traffic S 1,000.00 | $ 1,000.00 § S 900.00 [ $ 100.00|S$ 1,000.00]$ 1,000.00 § $ 1,050.00 [ $ 200.00 | $ 1,250.00 | $ 1,250.00
M15 624 1 L.S. [Mobilization S 900.00 | $ 900.00 § $ 1,800.00 | S 200.00|$ 2,000.00]$ 2,000.00 § $ 3,000.00 | S - $ 3,000.00 | $ 3,000.00
M16 | 103.05 1 L.S. [Contract Performance & Payment Bond S 452.00]$ 452,00 S 100.00|S$ 400.00]S 500.00 | S 500.00 | $ 500.00 | $ - S 500.00]S 500.00
Total S 70,000.00 $ 69,960.00 $ 65,760.00
Washington Township Road 4 from Road V to Road W
ILength: 5,345 L.F. or 1.01 miles
Width: 12 Feet, Widen to 16 feet, 2 feet each side (Approx. 9,555 S.Y. including driveway/mailbox and radius work)
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 2 feet wide each side
w1 202 9 EA |Mailbox Removal and Relocation S 175.00 | $ 1,575.00 S 11500 (S 100.00]S 215.00]$ 1,935.00 S 16500 S 50.00]S 215.00]S$ 1,935.00
W2 203 330 C.Y. |Excavation for Widening Including Embankment, Depth of 5" S 35.00 | S 11,550.00 | $ 18.00 | S 5.00]S 23.00]1$ 7,590.00 | $ 23.00 | $ - S 23.00] S 7,590.00
W3 204 2380 S.Y. |Subgrade Compaction S 1.30]$ 3,094.00 | $ 020 | S 0.05]S 025]$ 595.00 | $ 025 (S - S 025]S 595.00
W4 301 330 C.Y. |Asphalt Concrete Base Placed and Compacted at a Depth of 5" S 145.00 | S 47,850.00 | $ 20.00 [ S 100.00 ]S 120.00] S 39,600.00 | S 15.00 | $ 105.00|$ 120.00|S$ 39,600.00
Bituminous tack coat applied to existing pavement at rate of 0.05
W5 407 480 Gal |gallons per square yard S 260]S 1,248.00 | $ 1.00 | S 1.00]S 2.00]S 960.00 | $ 0.15| S 1.85]S 2.00(S 960.00
Asphalt concrete surface course PG 64-22, Type 1M applied, spread
W6 448 400 C.Y. |and compacted at the average depth of 1 1/2 inches S 155.00 | $ 62,000.00 | $ 20.00 | S 116.00] S 136.00 | S 54,400.00 | S 16.00 | $ 120.00|S$ 136.00|S$S 54,400.00
Stabilized crushed aggregate berm in place and compacted at the
W7 617 200 C.Y. |average depth of 3" S 50.00 | S 10,000.00 | $ 10.00 [ S 29.00] S 39.00 | S 7,800.00 | $ 19.00[$ 20.00]S$ 39.00| S 7,800.00




Engineer's Estimate

Gerken Paving

Ward Construction

Ref. Iltem Total Unit TOTAL Unit Price Total Unit TOTAL Unit Price Total Unit TOTAL
No. No. Quant. | Units Item Price AMOUNT BID Labor Materials Price Bid AMOUNT BID Labor Materials Price Bid AMOUNT BID
W8 Spec. 2 EA |Formed Construction Joint (134 L.F.) S 450.00 ] $ 900.00 §$ 500.00| S 150.00]S 650.00 | $ 1,300.00 § S 650.00 | $ - S 650.00]S 1,300.00
W9 614 1 L.S. |Maintaining Traffic S 400.00 ) $ 400.00§ S 900.00 |$ 100.00|$ 1,000.00]S 1,000.00 § S 800.00 | $ 200.00 | $ 1,000.00 | $ 1,000.00
W10 624 1 L.S. |Mobilization S 900.00 | $ 900.00 § $ 2,500.00 | $ 250.00]S 2,750.00]$ 2,750.00 § $ 3,500.00 | $ - S 3,500.00 | S 3,500.00
W11 | 103.05 1 L.S. |Contract Performance & Payment Bond S 483.00) $ 483.00 S 100.00 | S 550.00 | S 650.00 | $ 650.00 | S 650.00 | $ - S 650.00]S 650.00
Total S 140,000.00 $ 118,580.00 $ 119,330.00
JFlatrock Township Road 15 Just South of Road Z (See Plans)
IRoadway
CLEARING & GRUBBING (INC, SMALL TREE REMOVAL NOT LISTED
F1 201 1 L.S. |UNDER ITEMIZED TREE REMOVAL) S 4,000.00 | $ 4,000.00 | $ 1,800.00 [ S 200.00|$ 2,000.00]S 2,000.00 § $ 2,000.00 | $ - $ 2,000.00 | S 2,000.00
F2 201 2 EA |STUMP REMOVED, 18" SIZE S 325.00| $ 650.00 | $ 50.00 (S 50.00]$ 100.00 | S 200.00 S 100.00 | $ - S 100.00|S 200.00
F3 201 1 EA |STUMP REMOVED, 30" SIZE S 535.00 | $ 535.00 1 $ 50.00 (S 50.00]$ 100.00 | S 100.00 S 100.00 | S - S 100.00| S 100.00
F4 201 7 EA |TREE REMOVED, 18" SIZE S 700.00 | $ 4,900.00 S 400.00(S 2500]$ 425.00]S 2,975.00 S 425.00 (S - S 425.00]S 2,975.00
F5 202 74 L.F. |PIPE REMOVED, 24" & UNDER S 11.00 | $ 814.00 | $ 5.00 | $ 5.00]$ 10.00 | $ 740.00 | $ 8.00 S 2.00]S 10.00 | $ 740.00
F6 202 2 EA |CATCH BASIN REMOVED (CORRUGATED PLASTIC STAND PIPE) S 100.00 | S 200.00 | $ 50.00 (S 50.00]$ 100.00 | S 200.00 | S 75.00 (S 25.00]S 100.00]S 200.00
F7 202 1 EA |REMOVE AND RELOCATE MAILBOX S 150.00 | S 150.00 | S 50.00 | $ 25.00] S 75.00 | S 75.00 1 S 50.00 S 25.00]5S 75.00| S 75.00
F8 202 769 S.Y. |PAVEMENT REMOVED (3"+ THICK ASPHALT FOR EXIST. ROADWAY) | $ 6.00 | $ 4,614.00 | $ 2.00|S 0.50]$ 250 S 1,922.50 | S 2501 S - S 250]S 1,922.50
F9 202 769 S.Y. |BASE REMOVED (5"+ THICK STONE FOR EXIST. ROADWAY) S 575]$ 4,421.75 1 $ 3.00 | $ 0.50]$ 350]S 2,691.50 | $ 3501|S - S 3.50]$ 2,691.50
BASE REMOVED (4"+ THICK STONE FOR OLD MAILBOX APPROACH)
(TO ALSO INCLUDE FILLING WITH TOP SOIL AS NEEDED FROM
F10 202 77 S.Y. |PROPOSED ROADWAY EXCAVATION. SEE X-SEC. SHEETS) S 10.00 | $ 770.00 | $ 9.00 | $ 1.00]S 10.00 | $ 770.00 | $ 10.00 | $ - S 10.00 | $ 770.00
EXCAVATION (DOES NOT INCLUDE ANY ASPHALT OR BASE
F11 203 227 C.Y. |REMOVAL) S 15.00 | $ 3,405.00 | $ 25.00 | S 5.00]$ 30.00] S 6,810.00 | $ 30.00 | S - S 30.00 ] S 6,810.00
EMBANKMENT (ALSO REFER TO ROADWAY EXCAVATION &
F12 203 613 C.Y. |REPLACEMENT DETAIL ON SHEET 2) S 20.00 ] $ 12,260.00 | $ 25.00 | S 5.00]$ 30.00]S 18,390.00 $ 20.00$ 10.00]S 30.00] S 18,390.00
JErosion Control
F13 | 601 | 1 C.Y. |ROCK CHANNEL PROTECTION, TYPE D, W/O FILTER S 75.001S 75.00§S 20000|S 50.00]S 250.00 | $ 250.00 S 200.00|S$ 50.00|S$S 250.00]5S 250.00
IDrainage
12" CONDUIT, TYPE B, 707.33 (INCLUDES LSM & STONE BACKFILL
F14 611 70 L.F. |PERX-OVER DETAIL AND 12" MANUFACTURED END SECTION) S 70.00 ] S 4,900.00 | $ 3000(S 2000]S 50.00] S 3,500.00 | $ 25.00$ 25.00]S 50.00 | S 3,500.00
JPavement
SUBGRADE COMPACTION (INCLUDES ROADWAY 7+73.22 TO
F15 204 1152 S.Y. |13+37.4, MB TURNOUT @ 8+42, & DRIVES @ 8+67 & 8+88) S 2.00]S 2,304.00 | $ 0.50 | $ 0.50]$ 1.00]S 1,152.00 | S 1.00 | S - S 1.00]S 1,152.00
AGGREGATE BASE (INCLUDES ROADWAY 7+73.22 TO 13+37.4, MB
F16 304 267 C.Y. |TURNOUT @ 8+42, & DRIVES @ 8+67 & 8+88) S 90.00] S 24,030.00 | S 10.00|$S 30.00]S 40.00| S 10,680.00 | S 20.00 S 20.00]S 40.00| S 10,680.00
TACK COAT (APPLIED AT THE RATE OF 0.05 GAL./S.Y., INCLUDES
F17 407 64 Gal |ROADWAY 7+73.22 TO 16+15) S 2.00]S 128.00 | S 1.00 | S 1.00]S 2.00]S 128.00 | S 0.15|$ 1.85]1S 2.00]S 128.00
ASPHALT CONCRETE SURFACE COURSE (INCLUDES ROADWAY
7+73.22 TO 13+37.4, OVERLAY FROM 13+37.4 TO 16+15 & MAILBOX
F18 448 56 C.Y. |APPROACH @ 8+42) S 160.00 | S 8,960.00 | $ 30.00 (S 136.00] S 166.00 | S 9,296.00 | $ 46.00 | S 120.00|S 166.00] S 9,296.00
ASPHALT CONCRETE INTERMEDIATE COURSE (INCLUDES ROADWAY
F19 448 62 C.Y. |7473.22TO 13+37.4) S 155.00 | S 9,610.00 | $ 3000 (S 136.00]S 166.001S 10,292.00 | $ 46.00 | S 120.00|S 166.00]S 10,292.00
F20 Spec. 2 EA |BUTT JOINTS (36 L.F.) S 500.00 | $ 1,000.00 § S 550.00 | $ 100.00] S 650.00 | $ 1,300.00 ] S 650.00 | $ - S 650.00]S 1,300.00
IMiscellaneous
F22 614 1 L.S. |MAINTAINING TRAFFIC S 1,773.251 S 1,773.25 S 1,500.00 | S 650.00| S 2,150.00 | $ 2,150.00 § $ 2,550.00 | $ 650.00 | $ 3,200.00 | $ 3,200.00
F23 623 1 L.S. |CONSTRUCTION LAYOUT STAKES S 3,000.00 | $ 3,000.00 § $ 2,500.00 [ $ 150.00|$ 2,650.00] S 2,650.00 § $ 2,000.00 | $ 650.00 | $ 2,650.00 | $ 2,650.00
F24 624 1 L.S. |MOBILIZATION S 2,500.00 | $ 2,500.00 § $ 3,500.00 | $ 500.00 S 4,000.00 ]S 4,000.00 | $ 5,000.00 | $ - S 5,000.00 | S 5,000.00
F25 | 103.05 1 L.S. |CONTRACT PERFORMANCE & PAYMENT BOND S 1,000.00 | $ 1,000.00 S 100.00|S 650.00]S 750.00 | $ 750.00 S 750.00|S$ - S 750.00]5S 750.00
Total S 96,000.00 $ 83,022.00 S 85,072.00
S 696,400.00 Total EntireBid S 635,775.00 Total EntireBid S 625,435.00
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