Ridgeville Township Project - BID TAB

Engineer's Estimate

Gerken Paving

Henry Bergman

| | ]

Ref. | Item Total Unit TOTAL | Unit Price Total Unit TotAL | Unit Price Total Unit TotaL |
No. | No. | Quant. | Units Item Price Bid AMOUNT BID ! Labor Materials Price Bid AMOUNT BID ! Labor Materials | Price Bid AMOUNT BID !
Bartlow Township Road 3 from Road E to Road F ] ] ]
Length: 5345 Feet or 1.01 Mile(s) I I |
Width: 18 Feet (Approx. 10735 S.Y. including radius and driveway work) : : :
Type: ODOT Spec 448, with Spec 301 Widening W/ 617 Berm @ 2 Feet Wide on East Side | | |
and 1.5' on West Side | | |
Excavation (2.5' Widening , Widen 2.5' on East Side, 1 1 |

included in price is to use excavated material as additional : : :

B1 203 206 |CY embankment, and Mailbox Turnout) S 45.00 | $ 9,270.00 § S 28.00 | $ - S 28.00]$ 5,768.00 § S 24.00 | $ - S 24.00 4,944.00 §
B2 204 1,485 [SY Subgrade Compaction S 1.00] S 1,485.00 ! S 1.00 | $ - S 1.00] S 1,485.00 ! S 1.00 | $ - S 1.00 1,485.00 !
Bituminous Aggregate Base, (5" average compacted depth, i i i

B3 301 206 |CY includes 407 tack coat on vertical face) S 140.00 | $ 28,840.00 1S 4500 |S$ 105.00|S$ 150.00 | $ 30,900.00 1S 3500|S$ 105.00|$ 140.00 | $ 28,840.00 |
Bituminous Tack Coat applied at 0.05 gallons per square 1 | |

B4 407 535 [Gal yard S 260]$ 1,391.00 ! S 0.15|$ 185]$ 200]$ 1,070.00 ! S 1.00 | $ 200]$ 3.00]$ 1,605.00 !
Asphalt concrete surface course PG 64-22, Type 1M | | |

applied, spread and compacted at the average depth of | I |

B5 448 447 |CY. |1.5inches S 155.00 | $ 69,285.00 I $ 20.00$ 120.00|$ 140.00] S 62,580.00 I $ 30.00([$ 120.00|$ 150.00] S 67,050.00 I
Stabilized crushed aggregate berm in place and i i i

B6 617 231 |cy compacted at the average depth of 4 inches 5 55.00 | $ 12,705.00 | $  25.00 [ $ 20.00]$ 45.00 | $ 10,395.00 | S  16.00 | S 24.00]$S 4000 S 9,240.00 |
B7 | Spec. 2 EA Formed Construction Joint (82 L.F.) S 600.00 | $ 1,200.00 ! S 650.00 [ $ - S  650.00]S 1,300.00 ! $ 500.00 | $ - $  500.00 | $ 1,000.00 !
B8 614 1 LS. Maintaining Traffic S 1,400.00 | $ 1,400.00 | $ 1,050.00 [$ 200.00 | $ 1,250.00 | $ 1,250.00 | $ 2,000.00 | $ - $ 2,000.00 | $ 2,000.00 |
B9 624 1 LS. Mobilization S 1,400.00 | $ 1,400.00 i $ 3,000.00 | $ - $ 3,000.00 | $ 3,000.00 i $ 2,000.00 | $ - $ 2,000.00 | $ 2,000.00 i
B10 | 103.05 1 LS. Contract Performance & Payment Bond S 924.00 ] $ 924.00 ! $ 700.00 [ $ - $ 700.00 ]S 700.00 ! $ 1,000.00 | $ 1,000.00 | $ 1,000.00 :
Total $  127,900.00 | $  118,448.00 | $  119,164.00 |

L L ]

Deshler Village, Park Street from Maple to North Street i i i
Length: 1420 Feet or 0.27 Mile(s) | | |
Width: 20.25 Feet (Average Width, Width Varies from 18 to 24 feet depending on : : :
section) (Approx. 3365 S.Y. including radius and driveway work) | I I
Type: ODOT Spec 448 w/ Pavement Planning | | |
Bituminous Tack Coat applied at 0.05 gallons per square | | 1

yard to original pavement and 0.08 gallons per square I I I

D1 | 407 185 |Gal |yard to leveling course $ 260]S 481.00 | $ 015$ 185]$ 200]S 370.00 | $ 1.00 [ $ 200 3.00]$ 555.00 |
Asphalt leveling course PG 64-22, Type 1M applied to | | |

previous trench patch settled area, spread and compacted | | |

D2 448 4 C.Y. at the average depth of 0.75 inches S 160.00 | $ 640.00 : $ 100.00 | $ 120.00 | $ 220.00] s 880.00 : S 55.00 [$ 120.00|S$ 175.00] S 700.00 :
Asphalt concrete surface course PG 64-22, Type 1M ] ] ]

applied, spread and compacted at the average depth of | | |

D3 448 141 |C.Y. 1.5 inches S 155.00 | $ 21,855.00 ! S 52.00 | $ 120.00|$ 172.00] $ 24,252.00 ! S 55.00 | $ 120.00]$ 175.00]$ 24,675.00 !
Formed Construction Joint (176 L.F.) (Joints shall be &' i i i

from Park Street Edge of Pavement) (ashpalt shall be | | |

feathered at brick roads and are not considered a | | |

D4 | Spec. 7 EA construction joint) S 600.00 | $ 4,200.00 ! $  650.00 [ $ - $  650.00 | S 4,550.00 ! $ 500.00 | $ - $  500.00 | $ 3,500.00 !
Pavement Planning to a depth of 1.5" at curb to 0" at 6' off i i i

edge of curb. Work to be completed on both sides of road | | |

between Maple St. and Elm St. Also includes pavement : : :

planning around 2 catch basins as needed. Price includes | | |

D5 254 600 |S.Y. removal of cuttings. S 250]$ 1,500.00 | $ 425 (S 0501]S$ 4751]$ 2,850.00 | $ 10.00 | $ - S 10.00 | $ 6,000.00 |
D6 611 4 EA Manhole Adjusted to Grade (Raise Manhole to Grade) S 900.00 | $ 3,600.00 I S 500.00 | $ 300.00 | S 800.00]$ 3,200.00 I $ 300.00|$ 100.00]S 400.00]S 1,600.00 I
D7 614 1 L.S. Maintaining Traffic S 1,424.00 | $ 1,424.00 ! S 800.00 |$ 200.00 | $ 1,000.00 ]| $ 1,000.00 ! $ 1,500.00 | $ - $ 1,500.00]$ 1,500.00 !

T T 1

D8 624 1 L.S. Mobilization S 2,000.00 | $ 2,000.00 | $ 1,000.00 | $ - $ 1,000.00|$ 1,000.00 | $ 1,500.00 | $ - $ 1,500.00]$ 1,500.00 |




Ridgeville Township Project - BID TAB

Engineer's Estimate | Gerken Paving | Henry Bergman |

Ref. | Item Total Unit TOTAL | Unit Price Total Unit TotAL | Unit Price Total Unit TotaL |
No. | No. | Quant. | Units Item Price Bid AMOUNT BID ! Labor Materials Price Bid AMOUNT BID ! Labor Materials | Price Bid AMOUNT BID !
D9 | 103.05 1 L.S. Contract Performance & Payment Bond S 1,000.00 | $ 1,000.00 | $  400.00 | $ - $  400.00 ]S 400.00 | $ - $ 500.00]$ 500.00]$ 500.00 |
T T 1

Total $ 36,700.00 | $ 38,502.00 | $ 40,530.00 |

McClure Village, Main St. from Summit St. to Hockman St.

Length: 905 Feet or 0.17 Mile(s)

Width: 15 Feet (Approx. 1620 S.Y. including radius and driveway work)
Type: ODOT Spec 448, with Spec 301 Widening

M1 202 1 EA Remove & Relocate Mailbox/Paperbox S 300.00 | $ 300.00 1 $ 100.00 | $ 100.00 | $ 200.00] $ 200.00 1S 250.00 | $ - $ 250.00]5$ 250.00
Excavation (5' Widening Widen 2' on West Side and 3' on
East Side and Mailbox Turnout). Contractor is responsible

M2 203 70 |CY for removal and disposal of excavated material S 75.00| $ 5,250.00 1 $ 3000 |$ 3.001]5$ 33.00|$ 2,310.001$ 6000 | $ - S 60.00 | $ 4,200.00 |

I I 1

M3 | 204 505 [SY Subgrade Compaction S 1.00]$ 505.00 | $ 010 (S 0.05]$ 0.15]$ 75.75 1 $ 1.00 [ $ - $ 1.00]$ 505.00 |
Bituminous Aggregate Base, (5" average compacted depth, I I I

M4 301 70 |CY includes 407 tack coat on vertical face) S 150.00 | $ 10,500.00 ! $  26.00($ 12000 | $ 146.00] $ 10,220.00 ! $ 30.00([$ 110.00)$ 140.00] S 9,800.00 I
Bituminous Tack Coat applied at 0.05 gallons per square i i

M5 407 80 |Gal yard S 2.60]$ 208.00 | $ 0.10 | $ 1.80|$ 1.90 ] $ 152.00 | $ 1.00 | $ 2.00]$ 3.00]$ 240.00

Asphalt concrete surface course PG 64-22, Type 1M
applied, spread and compacted at the average depth of : :
M6 448 68 |C.Y. [1.5inches S 165.00 | $ 11,220.00 § $  30.00 | $ 130.00 | $ 160.00 | $ 10,880.00 y$ 55.00 [$ 12000 |$ 175.00)$ 11,900.00 §

Asphalt concrete surface course PG 64-22, Type 1M
applied, spread and compacted at the average depth of 1

M7 | Spec. 6 EA Formed Construction Joint (155 L.F.) S 700.00 | $ 4,200.00 ! S 600.00 [ $ 25.00|$ 62500]S 3,750.00 ! $ 500.00 | $ - $  500.00 | $ 3,000.00 !
Topsoil, miscellaneous embankment, includes grading to i i i
M8 659 20 |cY meet existing yard grade S 60.00 | $ 1,200.00] $ 60.00 | $ 30.00 | $ 90.00 | $ 1,800.001$ 10.00|$ 20.00]$ 30.00 | $ 600.00 |
M9 | 659 360 |SY Seeding and Mulching, Class 1 S 4.00]$ 1,440.00 : S 250 (S 250 ]S 5.00 | $ 1,800.00 : $ 1.00|$ 1.00]$ 2.00]$ 720.00 :
M10 [ 659 0.1 [M Gal |Watering S 1,000.00 | $ 100.00 ! S 0.50 | $ 0.50 | $ 1.00 | $ 0.10 ! $ 2000($ 80.00]$ 100.00] S 10.00 !
T T 1
M11| 611 1 EA Manhole Adjusted to Grade S 1,000.00 | $ 1,000.00 | $ 1,000.00 [ $  250.00 | $ 1,250.00 ] $ 1,250.00 1 $ 100.00 [ $ 200.00 | $ 300.00 | $ 300.00 |
I I 1
M12 | 614 1 L.S. Maintaining Traffic S 2,017.00 | $ 2,017.00 | $ 1,000.00 | $  200.00 | $ 1,200.00 | $ 1,200.00 j $ 2,000.00 | $ - $ 2,000.00 | $ 2,000.00 |
M13| 624 1 L.S. Mobilization S 2,000.00 | $ 2,000.00 ! $ 2,500.00 [ $ 500.00 | $ 3,000.00 | $ 3,000.00 ! $ 2,000.00 | $ - $ 2,000.00 | $ 2,000.00 !
M14 | 103.05 1 |LS. |Contract Performance & Payment Bond $ 960.00 | $ 960.001$ 10000 |$ 150.00|$ 250.00 | $ 250.00 | $ - |$ 500.00|$ 50000]$ 500.00 |
T T 1
Total $ 40,900.00 $ 36,887.85 $ 36,025.00
Pleasant Township Road A from Road 17 to the West 3,000 feet
Length: 3,060 L.F. or 0.58 Miles : :
Width: 15 Feet (Approx. 5,140 S.Y. including driveway/mailbox and radius work) 1 1
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 1.5 feet wide each side I I
Bituminous tack coat applied to existing pavement at rate : :
P1 407 260 |Gal of 0.05 gallons per square yard S 260]S 676.00 § $ 0.15 | $ 1.85]S 2.00]S 520.00 ; $ 1.00 | S 2.00]S 3.00]1$ 780.00
| |
| |
| |

P2 448 180 |C.Y. 1/4 inches S 158.00 | $ 28,440.00 , S 28.00 | $ 120.00 | $ 148.00] $ 26,640.00 , S 50.00 | $ 120.00]S$ 170.00]$ 30,600.00
Stabilized crushed aggregate berm in place and H H

P3 617 85 |[C.Y. compacted at the average depth of 3" S 60.00 | $ 5,100.00 | $ 38.00 | $ 20.00 | $ 58.00 | $ 4,930.00 | $ 16.00 | $ 24.00 | $ 40.00 | $ 3,400.00 |
P4 | Spec. 2 Each |Formed Construction Joint (95 L.F.) S 500.00 | $ 1,000.00 : S 650.00 S - S 650.00]5S 1,300.00 : S 500.00|S$ - S 500.00]| S 1,000.00 :
P5 614 1 L.S. Maintaining Traffic S 1,000.00 | $ 1,000.00 ! $ 1,050.00 | $ 200.00 | $ 1,250.00 | $ 1,250.00 ! $ 1,000.00 | $ - $ 1,000.00 | $ 1,000.00 !
P6 624 1 L.S. Mobilization S 1,500.00 | $ 1,500.00 i $ 3,000.00 | $ - $ 3,000.00 | $ 3,000.00 i $ 1,500.00 | $ - $ 1,500.00 | $ 1,500.00 i
P7 | 103.05 1 L.S. Contract Performance & Payment Bond S 584.00 | $ 584.00 : S 400.00 | $ - S 400.00]$ 400.00 : S - $ 1,000.00 | $ 1,000.00 | $ 1,000.00 :

Total $ 38,300.00 ! $ 38,040.00 ! $ 39,280.00 !




Ridgeville Township Project - BID TAB

Engineer's Estimate | Gerken Paving | Henry Bergman |

Ref. | Item Total Unit TOTAL | Unit Price Total Unit TotAL | Unit Price Total Unit TotaL |
No. | No. | quant. ] units Item Price Bid AMOUNTBID I Labor | Materials | PriceBid | AMOUNTBID I Labor | Materials | PriceBid | AmountBiD !

1 1 1

Pleasant Township Road C from Road 15 to Road 16 | | |
Length: 5,325 L.F. or 1.01 miles | | |
Width: 16 feet (9,530 S.Y. including driveway/mailbox and radius work) : : :
Type: ODOT Spec 448 Surface Course w/ 617 Berm @ 1.5 feet wide each side 1 1 1
Bituminous tack coat applied to existing pavement at rate | | I

P8 407 480 |[Gal of 0.05 gallons per square yard S 2.60]S 1,248.00 ! S 0.15 | $ 1.85]$ 2.00]$ 960.00 ! S 1.00 | $ 2.00]$ 3.00]$ 1,440.00 !
Asphalt concrete surface course PG 64-22, Type 1M i i i

applied, spread and compacted at the average depth of 1 ] ] ]

P9 448 400 (C.Y. 1/2 inches S 158.00 | $ 63,200.00 | $ 26.00 | $ 120.00 | $ 146.00| S 58,400.00 | $ 50.00 | $ 120.00|S$ 170.00|$ 68,000.00 |
Stabilized crushed aggregate berm in place and : : :

P10 617 100 |C.Y. compacted at the average depth of 2" S 60.00 | $ 6,000.00 4 S 38.00 | $ 20.00 | $ 58.00 | $ 5,800.00 4 S 10.00 | $ 20.00|$ 30.00]$ 3,000.00 4
P11 | Spec. 2 Each |Formed Construction Joint (103 L.F.) S 450.00 | $ 900.00 ! S 650.00 |$ - S 650.00]$ 1,300.00 ! $ 500.00|$ - $ 500.00]5$ 1,000.00 !
T T 1

P12 614 1 L.S. Maintaining Traffic S 1,500.00 | $ 1,500.00 1 $ 1,050.00 | $ 200.00 | $ 1,250.00] $ 1,250.00 1 $ 1,000.00 | $ - $ 1,000.00]|$ 1,000.00 |
I I 1

P13 624 1 L.S. Mobilization S 952.00 | $ 952.00 | $ 3,000.00 | $ - $ 3,000.00 | $ 3,000.00 | $ 1,000.00 | $ - $ 1,000.00 | $ 1,000.00 |
P14 | 103.05 1 |LS. |Contract Performance & Payment Bond $ 400.00 | $ 400.00 ! $ 500.00 | $ - |$ 50000]$ 500.00 ! - | $1,000.00|$ 1,000.00]$ 1,000.00 !
Total $  74,200.00 | $  71,210.00 | $  76,440.00 |

T T 1

IRidgeviIIe Township Road U from S.R. 34 to S.R. 66 (See Plans) : : :
IRoadway | | 1
CLEARING & GRUBBING (INCLUDES TREE REMOVAL OF I I 1

R1 201 1 LS. TREES 12" OR LESS) S 8,000.00 | $ 8,000.00 ! $ 7,000.00 | $ 500.00 | $ 7,500.00 | $ 7,500.00 ! $ 8,500.00 | $ - |s 8,500.00]s 8,500.00 !
R2 201 6 EA TREE REMOVED 18" SIZE S 400.00 | $ 2,400.00 Is 20000 |$ 50.00 | $ 250.00 | $ 1,500.00 I's 30000 |$ - |s 30000]s 1,800.00 |

T T 1

R3 201 1 EA TREE REMOVED 30" SIZE S 600.00 | $ 600.00 | $ 800.00 | $ 50.00|$ 850.00 | $ 850.00 | $ 1,050.00 | $ - |s 1,050.00] s 1,050.00 |
R4 202 2 EA PORTION OF STRUCTURE REMOVED (AS PER PLAN) S 300.00 | $ 600.00 I $ 2,000.00 | $ 250.00 | $ 2,250.00 | $ 4,500.00 I $ 5,000.00 | $ - |$ 5,000.00]s 10,000.00 I
R5 202 271 |[L.F. PIPE REMOVED, 24" & UNDER S 10.00 | $ 2,710.00 ! S 6.00 | $ 6.00 | $ 12.00] $ 3,252.00 ! S 5.00 | $ - |s 5.00] s 1,355.00 !
PIPE REMOVED, OVER 24" (TO INCLUDE HEADWALL i i i

R6 202 27 L.F. REMOVAL WHERE NOTED) S 20.00 | $ 540.00 | $ 200.00 | $ 50.00 |$ 250.00 | $ 6,750.00 | $ 180.00 | $ - |$ 180.00 | s 4,860.00 |
R7 203 2,082 [C.Y. EXCAVATION S 10.00 | s 20,820.00 : S 10.00 | $ 1.00 | $ 11.00] $ 22,902.00 : S 450 | S B 450] s 9,369.00 :
CUT SHALLOW SWALE @32+38+ & FILL LOW AREA AS | | |

R8 203 1 L.S. DIRECTED BY ENGINEER S 750.00 | $ 750.00 15 400.00 | $ 100.00|$ 500.00 | $ 500.00 IS 300.00 | $ - |$ 300.00]5s 300.00 |

I I 1

R9 203 2,072 |C.Y. EMBANKMENT S 10.00 | $ 20,720.00 | S 10.00 | $ 1.00|$ 11.00] $ 22,792.00 | S 2.00 | S - 1S 2.00]S 4,144.00 |
R10 204 1,789 |[S.Y. SUBGRADE COMPACTION S 1.00 | $ 1,789.00 ! S 0.50 | $ 0.50 | $ 1.00] $ 1,789.00 ! S 2.50 | S - |s 2501 $ 4,472.50 !
DITCH CLEANOUT (CLEANOUT AND RE-SHAPE EXIST. | | |

DITCH) (AS PER PLAN AND @ DIRECTION OF ENGINEER) | | |

R11 209 1,348 |L.F. (STA 3+45.5 TO 17+32) S 5.00 | s 6,740.00 ! S 2.00 S 1.00 | $ 3.00]s 4,044.00 ! S 3.00 | $ - 1S 3.00] s 4,044.00 !
CHAIN-LINK FENCE, 15'HIGH (3 - 5' HIGH SECTIONS) - 9 i i i

R12 607 225 |L.F. GA. GALVANIZED (AS PER PLAN) S 8.00 | 1,800.00 | S 10.00 | $ 5.00]$ 15.00] $ 3,375.00 | S 15.00 | $ 18.00 | $ 33.00] s 7,425.00 |
JErosion Control : : :
ROCK CHANNEL PROTECTION, TYPE D, WITHOUT FILTER | | |

R13 601 106 |[C.Y. (18" THICK) S 55.00 | $ 5,830.00 | S 40.00 | S 40.00 | $ 80.00] $ 8,480.00 | S 35.00 | $ 48.00 | $ 83.00] $ 8,798.00 |
1 1 1

R14 659 52 M GAL|WATER S 1.00 | $ 52.00 | $ 0.50 | $ 0.50 | $ 1.00] $ 52.00 | $ 1.00 | $ 1.00 | $ 2.00] S 104.00 |
R15 659 9,535 [S.Y. SEEDING & MULCHING S 050 | $ 4,767.50 : S 0.50 | $ 035]$ 0.85] s 8,104.75 : S 035 | S 1.00 | $ 135] S 12,872.25 :
R16 659 0.86 |[TON |COMMERCIAL FERTILIZER S 500.00 | ¢ 430.00 | $ 100.00 | $ 400.00|$ 500.00 | $ 430.00 | $ 200.00 |$ 600.00 |$ 800.00 | $ 688.00 |
T T 1

Ibrainage | | |

I ] ] 1
R17 602 | 2.38 |C.Y. |CONCRETE MASONRY (1/2 HEIGHT HDWL., HW-2.2) S 2,000.00 | $ 4,760.00 | $ 1,300.00 | $ 200.00 | $ 1,500.00 | $ 3,570.00 | $ 250.00 |[$ 100.00 | $ 350.00 | $ 833.00 |




Ridgeville Township Project - BID TAB

Engineer's Estimate | Gerken Paving | Henry Bergman |

Ref. | Item Total Unit TOTAL | Unit Price Total Unit | Unit Price Total Unit TotaL |
No. | No. | Quant. | Units Item Price Bid AMOUNT BID ! Labor Materials Price Bid ! Labor Materials | Price Bid AMOUNT BID !
4" CONDUIT, TYPE E, 707.32 (EXTEND AS DIRECTED BY 1 1 1

R18 | 603 10 |LF.  |ENGR, USED 10 LF FOR EST. PURPOSES) 20.00 200.001$  20.00 |$ 10.00 | $  30.00 8.00 1.00 | $ 9.00] $ 90.00 |
I 1

R19 603 78 L.F. 8" CONDUIT, TYPE D, 707.33 S 20.00 | $ 1,560.00 | $ 18.00 | S 10.00 | $ 28.00] $ 9.00 | $ 6.00 | $ 15.00| $ 1,170.00 |
8" CONDUIT, TYPE E, 707.32 (EXTEND AS DIRECTED BY I |

R20 603 10 L.F. ENGR, USED 10 L.F. FOR EST. PURPOSES) S 25.00 | $ 250.00 ! S 20.00 | $ 10.00 | $ 30.00] $ 9.00 |$ 5.00 | $ 14.00] $ 140.00 !
T 1

R21 603 43 L.F. 8" CONDUIT, TYPE E, 707.32 S 25.00 | $ 1,075.00 1§ 20.00 | $ 10.00 | $ 30.00] $ 9.00 |$ 5.00 | $ 14.00] $ 602.00 |
I 1

R22 603 25 |L.F. 12" CONDUIT, TYPE C, 707.33 S 35.00 | $ 875.00 | $ 20.00 | $ 15.00 | $ 35.00] $ 10.00 | $ 10.00 | $ 20.00] $ 500.00 |
R23 603 7 L.F. 12" CONDUIT, TYPE E, 707.33 S 35.00 | $ 245.00 ! S 30.00 | $ 15.00 | $ 45.00] $ 10.00 | $ 10.00 | $ 20.00] $ 140.00 !
12" CONDUIT, TYPE E, 707.33 (EXTEND AS DIRECTED BY I |

R24 603 10 L.F. ENGR, USED 10 LF FOR EST. PURPOSES) 35.00 | $ 350.00 I $ 30.00 | $ 15.00 | $ 45.00] $ 10.00 | S 10.00 | $ 20.00] $ 200.00 |
I 1

R25 603 50 L.F. 60" CONDUIT, TYPE D, 707.33 300.00 | s 15,000.00 j $ 100.00 | $ 265.00|$ 365.00 | $ 90.00 [$ 180.00 |$ 270.00 | 13,500.00 j
R26 603 18 L.F. 63" X 98" TYPE C, 706.04 600.00 | s 10,800.00 ! $ 100.00 | $ 650.00] S 750.00 | $ 150.00 [ $ 550.00 | $ 700.00 | $ 12,600.00 !
R27 | 604 2 |ea MANHOLE ADJUSTED TO GRADE 300.00 | ¢ 600.00 1 $ 400.00 [$ 100.00|$ 500.00 | $ 300.00 |$ 100.00 |$ 400.00 | $ 800.00 |
T 1

Jpavement 1 |
ASPHALT CONCRETE SURFACE COURSE (TO INC. TEMP. 1 1

R28 448 352 |C.Y. PAVEMENT MARKINGS) 160.00 56,320.00 ! S 20.00 | $ 135.00|$  155.00 40.00 |$ 120.00 |$ 160.00 | $ 56,320.00 !
ASPHALT CONCRETE INTERMEDIATE/LEVELING COURSE i i

R29 448 337 |C.Y. (%" MINIMUM) 160.00 53,920.00 | $ 20.00 | $ 120.00 | $  140.00 40.00 [$ 120.00|$ 160.00 | 53,920.00 |
ASPHALT CONCRETE BASE (INCLUDES ITEM 407 TACK 1 1

R30 301 170 |[C.Y. COAT ON VERT. FACE) 145.00 24,650.00 ! S 15.00 | $ 121.00|$ 136.00 38.00 [$ 110.00 |$ 148.00 25,160.00 !
R31 304 36 C.Y. AGGREGATE BASE 200.00 7,200.00 | $ 100.00 | $ 29.00|$ 129.00 20.00 | $ 20.00 | $ 40.00 1,440.00 |
TACK COAT (APPLIED @ THE RATE OF 0.05 GAL./ S.Y.) (SEE : :

R32 407 925 |GAL. |TYPICAL SECTION) 2.50 2,31250 1 $ 0.10 | $ 1.80]$ 1.90 1.00 | $ 2.00 |$ 3.00 2,775.00 |
R33 617 260 |C.Y. STABILIZED CRUSHED AGGREGATE BERM 50.00 13,000.00 ! S 16.00 | $ 29.00 | $ 45.00 20.00 | $ 20.00 | $ 40.00 10,400.00 !
BUTT JOINTS (187 L.F.) LOCATED @ SR 34, STA. 29+75%, i i

R34 | SPEC. 4 EA STA. 334304, & SR 66 450.00 1,800.00 | S 400.00 | $ 250.00|$ 650.00 500.00 | $ - |s 50000]s 2,000.00 |
R35 | SPEC. 1 EA REPAIR SINK HOLE @ DIRECTION OF ENGINEER S 1,000.00 1,000.00 I $ 1,500.00 | $ 500.00 | $ 2,000.00 750.00 | $ 750.00 | $ 1,500.00 | $ 1,500.00 I
[Miscellaneous ! !
L] 1

R36 614 1 L.S. MAINTAINING TRAFFIC S 5,000.00 | $ 5,000.00 | $ 5,000.00 | $ 1,000.00 | $ 6,000.00 | $ 2,000.00 | $ - |s 2,000.00]s 2,000.00 |
I 1

R37 623 1 L.S. CONSTRUCTION LAYOUT STAKES S 5,000.00 | $ 5,000.00 | $ 4,000.00 | $ 500.00 | $ 4,500.00 | $ 3,200.00 | $ 300.00 | $ 3,500.00 | $ 3,500.00 |
R38 624 1 L.S. MOBILIZATION S 7,000.00 | $ 7,000.00 ! $ 6,000.00 [$ 1,000.00 | $ 7,000.00 | $ 6,000.00 | $ - |s 6,000.00] s 6,000.00 !
R39 642 1.72 |MILE |EDGE LINE, TYPE 1 S 625.00 | $ 1,075.00 | S 500.00 | S 400.00|$ 900.00 | $ 2,000.00 | $ 4,000.00 | $ 6,000.00 | $ 10,320.00 |
I 1

R40 642 0.86 [MILE |CENTER LINE, TYPE 1 S 825.00 | $ 709.50 | $ 500.00 | $ 400.00|$ 900.00 | $ 2,000.00 | $ 2,000.00 | $ 4,000.00 | $ 3,440.00 |
R41 | 103.05 1 L.S. CONTRACT PERFORMANCE & PAYMENT BOND S 7,249.50 | § 7,249.50 ! $ 500.00 |$ 2,500.00 | $ 3,000.00 | $ - |$ 2,000.00 |$ 2,000.00 | ¢ 2,000.00 !
Total $  300,500.00 | $ $ 291,131.75 |

I I

Washington Township Road 4 from Road U4 to Road V | |
Length: 2670 Feet or 0.51 Mile(s) I I
Width: 16 Feet (Approx. 4805 S.Y. including radius and driveway work) ] ]
Type: ODOT Spec 448, with Spec 301 Widening W/ 617 Berm @ 2 Feet Wide Each Side I |
I 1

w1 202 2 EA Remove & Relocate Mailbox/Paperbox 200.00 400.00 | $ 200.00 | $ 50.00 | $ 250.00 250.00 | S - S 250.00]$ 500.00 |
Excavation (4' Widening Widen 4' on east side and | |

Mailbox Turnout) (Approx. 35% will be excess in need of I I

removal. Other is to be used as additional embankment, | |

W2 203 165 |CY included in price) 45.00 7,425.00 | $ 20.00 | $ 500]$ 25.00 24.00 | $ - S 24.00 | S 3,960.00 |




Ridgeville Township Project - BID TAB

Engineer's Estimate

Gerken Paving

Henry Bergman

| ]

Ref. | Item Total Unit TOTAL 1 Unit Price Total Unit TOTAL Unit Price Total Unit TOTAL 1
No. | No. | Quant. | Units Item Price Bid AMOUNT BID ! Labor Materials Price Bid AMOUNT BID ! Labor Materials | Price Bid AMOUNT BID !
W3 204 1,185 [SY Subgrade Compaction S 1.00]$ 1,185.00 ! S 0.15|$ 0.10]$ 0.25]$ 296.25 ! S 1.00 | $ - S 1.00] $ 1,185.00 !
T T 1

I I I

Miscellaneous Excavation, to accommodate widening and ] ] ]

berm. Includes sloping back bank at 5:1 to meet existing I I |

grade for approximatley 350 L.F. Location is : : :

approximately 200' North of Road U4. Toe of slope should | | |

W4 203 10 CcY start 6' from existing edge of pavement S 7000 $ 700.00 | $ 100.00 | $ 20.00|$ 120.00] S 1,200.00 | $ 100.00 | $ - $ 100.00]$ 1,000.00 |
W5 659 150 |[SY Seeding and Mulching, Class 1 S 4.001]$ 600.00 : S 2.00|$ 3.001]S$ 5.00]$ 750.00 : S 1.00 | $ 1.00]$ 200]$ 300.00 :
Bituminous Aggregate Base, (5" average compacted depth, 1 1 1

W6 301 165 |CY includes 407 tack coat on vertical face) S 140.00 | $ 23,100.00 1 $  15.00 | $ 105.00 | $ 120.00 | $ 19,800.00 1 $  40.00 | $ 100.00|$ 140.00]|$ 23,100.00 |
Bituminous Tack Coat applied at 0.05 gallons per square : : :

W7 407 240 |Gal yard S 260]S 624.00 § S 0.20|$ 180 ]S 200]$ 480.00 ) S 1.00 | $ 200]$ 3.00]5$ 720.00 §
Asphalt concrete surface course PG 64-22, Type 1M | | |

applied, spread and compacted at the average depth of | | |

W8 448 200 [CY. [1.5inches S 154.00 | $ 30,800.00 ! $ 20.00($ 120.00 | $ 140.00 | $ 28,000.00 ! $ 55.00$ 120.00|$ 175.00]$ 35,000.00 !
Stabilized crushed aggregate berm in place and | | |

W9 617 99 |CY compacted at the average depth of 3 inches 5 55.00 | $ 5,445001$ 10.00 | S 29.00]$ 39.00]$ 3,861.001$ 10.00|S$ 2500]S 35.00|$ 3,465.00 |
I I 1

W10 | Spec. 2 EA Formed Construction Joint (77 L.F.) S 700.00 | $ 1,400.00 | $ 400.00 | $ 250.00|$ 650.00)$ 1,300.00 | $ 500.00 | $ - $  500.00 | $ 1,000.00 j
W11 | 614 1 L.S. Maintaining Traffic S 1,400.00 | $ 1,400.00 ! $2,000.00 [$ 500.00 | $ 2,500.00 | $ 2,500.00 ! $ 3,000.00 | $ - $ 3,000.00 | $ 3,000.00 !
W12 | 624 1 LS. Mobilization S 1,500.00 | $ 1,500.00 I $ 2,500.00 | $  250.00 | $ 2,750.00 | $ 2,750.00 | $ 3,000.00 | $ - $ 3,000.00 | $ 3,000.00 |
T T 1

W13 | 103.05 1 L.S. Contract Performance & Payment Bond S 1,021.00 | $ 1,021.001$ 100.00|$ 550.00|$ 650.00|$ 650.00 | $ - $ 1,000.00 | $ 1,000.00 | $ 1,000.00 |
Total $ 75,600.00 ! $ 66,212.25 ! S 77,230.00 !

I I I

| | |

. . | | |

Total of Entire Bid $ 694,100.00 | 3 678,538.35 | S 679,800.75 |




