
Ref. Item Total Unit TOTAL Total Unit TOTAL

No. No. Quant. Units Item Price Bid AMOUNT BID Labor Materials Price Bid AMOUNT BID

Damascus Township Road 5A from Road Q to S.R. 110

Length:  5425 Feet or 1.03 Mile(s)

Width:  16.25 Feet     (Approx. 9885 S.Y. including radius and driveway work)

D1 202 5 EA Remove & Relocate Mailbox/Paperbox 200.00$              1,000.00$           200.00$     100.00$      300.00$       1,500.00$           

D2 203 502 CY

Excavation (6' Widening , 5" Depth, 3' on East Side & 3' on 

West Side and Mailbox Turnout) 45.00$                22,590.00$         32.00$        3.00$           35.00$         17,570.00$        

D3 204 3,615 SY Subgrade Compaction 1.00$                  3,615.00$           0.10$          0.10$           0.20$           723.00$              

D4 301 502 CY

Bituminous Aggregate Base, (5" average compacted depth, 

includes 407 tack coat on vertical face) 145.00$              72,790.00$         33.00$        100.00$      133.00$       66,766.00$        

D5 407 495 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  1,287.00$           -$            1.85$           1.85$           915.75$              

D6 448 412 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 155.00$              63,860.00$         40.00$        100.00$      140.00$       57,680.00$        

D7 617 151 CY

Stabilized crushed aggregate berm in place and compacted 

at the average depth of 3 inches 55.00$                8,305.00$           20.00$        30.00$        50.00$         7,550.00$           

D8 Spec. 3 EA Formed Construction Joint (128 L.F.) 600.00$              1,800.00$           600.00$     125.00$      725.00$       2,175.00$           

D9 614 1 L.S. Maintaining Traffic 2,500.00$          2,500.00$           2,500.00$  500.00$      3,000.00$   3,000.00$           

D10 624 1 L.S. Mobilization 2,500.00$          2,500.00$           3,000.00$  -$             3,000.00$   3,000.00$           

D11 103.05 1 L.S. Contract Performance & Payment Bond 853.00$              853.00$               -$            600.00$      600.00$       600.00$              

Total Damascus Township 181,100.00$       $ 161,479.75$      

DV1 407 115 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  299.00$               0.50$          2.00$           2.50$           287.50$              

DV2 448 94 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 170.00$              15,980.00$         50.00$        130.00$      180.00$       16,920.00$        

DV3 Spec. 5 EA Formed Construction Joint (201 L.F.) 1,250.00$          6,250.00$           200.00$     -$             200.00$       1,000.00$           

DV4 638 1 EA Adjust Water Valve to Grade, Village to Supply Parts 250.00$              250.00$               50.00$        -$             50.00$         50.00$                

DV5

Spec. 

(254) 1 EA Pavement Planning around Manhole 400.00$              400.00$               150.00$     -$             150.00$       150.00$              

DV6 407 105 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  273.00$               0.50$          2.00$           2.50$           262.50$              

DV7 448 88 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 170.00$              14,960.00$         50.00$        130.00$      180.00$       15,840.00$        

DV8 Spec. 6 EA Formed Construction Joint (180 L.F.) 1,250.00$          7,500.00$           200.00$     -$             200.00$       1,200.00$           

DV9 611 2 EA Manhole Adjusted to Grade (Raise Manhole to Grade) 800.00$              1,600.00$           600.00$     350.00$      950.00$       1,900.00$           

DV10 407 50 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  130.00$               0.50$          2.00$           2.50$           125.00$              

DV11 448 44 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 170.00$              7,480.00$           50.00$        130.00$      180.00$       7,920.00$           

DV12 Spec. 3 EA Formed Construction Joint (63 L.F.) 800.00$              2,400.00$           200.00$     -$             200.00$       600.00$              

DV13 251 7 C.Y.

Misc. Partial Depth Pavement Repair, 28'L X 20'W X 4" 

deep, 448 Asphalt. Includes Removal of Existing Road and 

any asphalt material required 400.00$              2,800.00$           270.00$     130.00$      400.00$       2,800.00$           

DV14 611 1 EA Manhole Adjusted to Grade (Raise Manhole to Grade) 800.00$              800.00$               600.00$     350.00$      950.00$       950.00$              

DV15 253 18 S.Y.

Pavement Repair - Top layer of asphalt needs corrected 

and 448 asphalt added to 2 isolated areas (24'x6' and 6'x3') 

to bring it up to existing road grade before resurfacing.  

Approx. 1 to 1 1/4 inches deep, includes asphalt material 40.00$                720.00$               15.00$        10.00$        25.00$         450.00$              

DV16 407 65 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  169.00$               0.50$          2.00$           2.50$           162.50$              

DV17 448 55 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 170.00$              9,350.00$           50.00$        130.00$      180.00$       9,900.00$           

DV18 Spec. 2 EA Formed Construction Joint (59 L.F.) 1,250.00$          2,500.00$           200.00$     -$             200.00$       400.00$              

DV19 611 1 EA Manhole Adjusted to Grade (Raise Manhole to Grade) 900.00$              900.00$               600.00$     350.00$      950.00$       950.00$              

DV20 611 1 EA Catchbasin Adjusted to Grade 700.00$              700.00$               1,000.00$  500.00$      1,500.00$   1,500.00$           

DV21

611 

Spec. 1 EA

Catchbasin Reconstructed to Grade, Brick (With new top 

frame and grate)  (Eliminate curb inlets.  Concrete curb to 

continue) 1,200.00$          1,200.00$           1,100.00$  1,000.00$   2,100.00$   2,100.00$           

DV22

611 

Spec. 1 EA

Catchbasin Adusted to Grade (With new top frame and 

grate) (Eliminate curb inlets.  Concrete curb to continue) 1,000.00$          1,000.00$           1,100.00$  1,000.00$   2,100.00$   2,100.00$           

Gerken Paving

Unit Price

Type: ODOT Spec 448 

Engineer's Estimate

Type: ODOT Spec 448, with Spec 301 Widening W/ 617 Berm @ 1.5 Feet Wide Each Side

Deshler Village, East Holmes St from S. Sycamore to end of street 

Length:  1055 Feet or 0.2 Mile(s)

Width:  17.5 Feet     (Approx. 2250 S.Y. including radius and driveway work)

Type: ODOT Spec 448 

Deshler Village, North Ash from E. Elm St. to E. North St.

Length:  1015 Feet or 0.19 Mile(s)

Width:  17 Feet     (Approx. 2105 S.Y. including radius and driveway work)

Damascus Township Project - Bid Tab

Deshler Village, North Vine St. from W. Maple St. to W. Elm St.

Length:  445 Feet or 0.08 Mile(s)

Width:  18 Feet     (Approx. 1040 S.Y. including radius and driveway work)

Type: ODOT Spec 448 

Deshler Village, West Maple from Vine St. to Park St

Length:  460 Feet or 0.09 Mile(s)

Width:  24.5 Feet     (Approx. 1315 S.Y. including radius and driveway work)
Type: ODOT Spec 448, With Replacement of Concrete Curb, Village to adjust sidewalk 

approaches to curb



Ref. Item Total Unit TOTAL Total Unit TOTAL

No. No. Quant. Units Item Price Bid AMOUNT BID Labor Materials Price Bid AMOUNT BID

Gerken Paving

Unit Price

Engineer's Estimate

DV23 202 960 L.F.

Concrete/Stone Curb Removal, Includes Removal at face of 

curb 10" from Curb, Depth Needed For Type 4-C curb 5.00$                  4,800.00$           6.00$          -$             6.00$           5,760.00$           

DV24 609 960 L.F.

Curb Type 4-C, Includes Filling 10" in front of curb with 

concrete and asphalt at lifts and material suitable to the 

engineer/village 22.00$                21,120.00$         10.00$        13.00$        23.00$         22,080.00$        

DV25 202 11 SY

Concrete Driveway Approach Removed, Includes Cutting 

Joints 50.00$                550.00$               25.00$        -$             25.00$         275.00$              

DV26 451 11 SY

6" Reinforced Concrete for Driveway Approach, 7.5' from 

Pavement Edge (Apron) (Includes any Stone Needed to set 

to grade) 60.00$                660.00$               60.00$        25.00$        85.00$         935.00$              

DV27 614 1 L.S. Maintaining Traffic 4,000.00$          4,000.00$           1,250.00$  250.00$      1,500.00$   1,500.00$           

DV28 624 1 L.S. Mobilization 12,969.00$        12,969.00$         2,000.00$  -$             2,000.00$   2,000.00$           

DV29 103.05 1 L.S. Contract Performance & Payment Bond 4,000.00$          4,000.00$           -$            600.00$      600.00$       600.00$              

Total Deshler Village 125,760.00$       $ 100,717.50$      

Holgate Village, South Squire Street From Marion to Dead End

Length:  550 Feet or 0.1 Mile(s)

Width:  15 Feet     (Approx. 1005 S.Y. including radius and driveway work)

Type: ODOT Spec 448 

H1 407 50 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  130.00$               0.50$          2.00$           2.50$           125.00$              

H2 448 42 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 170.00$              7,140.00$           70.00$        135.00$      205.00$       8,610.00$           

H3 Spec. 1 EA Formed Construction Joint (44 L.F.) 700.00$              700.00$               200.00$     -$             200.00$       200.00$              

H4 407 25 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  65.00$                 0.50$          2.00$           2.50$           62.50$                

H5 448 20 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 170.00$              3,400.00$           70.00$        135.00$      205.00$       4,100.00$           

H6 Spec. 2 EA Formed Construction Joint (57 L.F.) 700.00$              1,400.00$           200.00$     -$             200.00$       400.00$              

H7 407 50 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  130.00$               0.50$          2.00$           2.50$           125.00$              

H8 448 20 C.Y.

Asphalt leveling course PG 64-22, Type 1M applied, spread 

and compacted at the average depth of 1.5 inches 165.00$              3,300.00$           70.00$        135.00$      205.00$       4,100.00$           

H9 448 17 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 

1.25 inches 170.00$              2,890.00$           70.00$        135.00$      205.00$       3,485.00$           

H10 Spec. 2 EA Formed Construction Joint (36 L.F.) 700.00$              1,400.00$           200.00$     -$             200.00$       400.00$              

H11 638 1 EA

Adjust 8" Water Valve to Grade (Village will suppy parts to 

raise) 350.00$              350.00$               50.00$        -$             50.00$         50.00$                

H12 407 35.0 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  91.00$                 0.50$          2.00$           2.50$           87.50$                

H13 448 29 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 170.00$              4,930.00$           70.00$        135.00$      205.00$       5,945.00$           

H14 Spec. 2 EA Formed Construction Joint (70 L.F.) 700.00$              1,400.00$           200.00$     -$             200.00$       400.00$              

H15 407 50 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  130.00$               0.50$          2.00$           2.50$           125.00$              

H16 448 43 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 170.00$              7,310.00$           70.00$        135.00$      205.00$       8,815.00$           

H17 Spec. 3 EA Formed Construction Joint (109 L.F.) 700.00$              2,100.00$           200.00$     -$             200.00$       600.00$              

H18 638 1 EA

Adjust 8" Water Valve to Grade (Village will suppy parts to 

raise) 350.00$              350.00$               50.00$        -$             50.00$         50.00$                

H19 407 25 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  65.00$                 2.00$          0.50$           2.50$           62.50$                

H20 448 27 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 

1.75 inches 170.00$              4,590.00$           70.00$        135.00$      205.00$       5,535.00$           

H21 Spec. 3 EA Formed Construction Joint (85 L.F.) 700.00$              2,100.00$           200.00$     -$             200.00$       600.00$              

H22 614 1 L.S. Maintaining Traffic 6,039.00$          6,039.00$           1,250.00$  250.00$      1,500.00$   1,500.00$           

Width:  12 Feet     (Approx. 475 S.Y. including radius and driveway work)

For All Deshler Village (Ref # With "DV")

Holgate Village, Baltimore Street (Between Squire St and Keyser St)

Length:  325 Feet or 0.06 Mile(s)

Width:  12.5 Feet     (Approx. 1020 S.Y. including radius and driveway work)

Type: ODOT Spec 448 

Holgate Village, South Upton Street (Between Smith St. and Oak St)

Length:  380 Feet or 0.07 Mile(s)

Width:  10.5 Feet     (Approx. 480 S.Y. including radius and driveway work)

Type: ODOT Spec 448 

Holgate Village, Frazier Street (From S. Squire St. to Keyser St.)

Length:  330 Feet or 0.06 Mile(s)

Width:  17.5 Feet     (Approx. 700 S.Y. including radius and driveway work)

Type: ODOT Spec 448 

Holgate Village, Oak St. (From Brayer to Upton St.)

Length:  675 Feet or 0.13 Mile(s)

Type: ODOT Spec 448 

Holgate Village, Gates St. (From Railway St. to Chicago St.)

Length:  410 Feet or 0.08 Mile(s)

Width:  11.5 Feet     (Approx. 550 S.Y. including radius and driveway work)

Type: ODOT Spec 448 

For All Holgate Village (Ref # With "H")



Ref. Item Total Unit TOTAL Total Unit TOTAL

No. No. Quant. Units Item Price Bid AMOUNT BID Labor Materials Price Bid AMOUNT BID

Gerken Paving

Unit Price

Engineer's Estimate

H23 624 1 L.S. Mobilization 15,000.00$        15,000.00$         2,000.00$  -$             2,000.00$   2,000.00$           

H24 103.05 1 L.S. Contract Performance & Payment Bond 6,000.00$          6,000.00$           -$            600.00$      600.00$       600.00$              

Total Holgate Village 71,010.00$         $ 47,977.50$        

M1 407 480 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  1,248.00$           -$            1.85$           1.85$           888.00$              

M2 448 333 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 

1.25 inches 160.00$              53,280.00$         40.00$        102.00$      142.00$       47,286.00$        

M3 617 199 C.Y.

Stabilized crushed aggregate berm in place and compacted 

at the average depth of 3 inches 55.00$                10,945.00$         20.00$        26.00$        46.00$         9,154.00$           

M4 Spec. 2 EA Formed Construction Joint (85 L.F.) 700.00$              1,400.00$           750.00$     200.00$      950.00$       1,900.00$           

M5 614 1 L.S. Maintaining Traffic 1,000.00$          1,000.00$           2,000.00$  1,000.00$   3,000.00$   3,000.00$           

M6 624 1 L.S. Mobilization 3,000.00$          3,000.00$           3,000.00$  -$             3,000.00$   3,000.00$           

M7 103.05 1 L.S. Contract Performance & Payment Bond 1,000.00$          1,000.00$           -$            600.00$      600.00$       600.00$              

Total Monroe Township 71,873.00$         $ 65,828.00$        

N1 407 1,050 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$                  2,730.00$           -$            1.85$           1.85$           1,942.50$           

N2 448 876 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 155.00$              135,780.00$       40.00$        105.00$      145.00$       127,020.00$      

N3 617 192 C.Y.

Stabilized crushed aggregate berm in place and compacted 

at the average depth of 1.5 inches 55.00$                10,560.00$         20.00$        40.00$        60.00$         11,520.00$        

N4 Spec. 4 EA Formed Construction Joint (213 L.F.) 700.00$              2,800.00$           600.00$     100.00$      700.00$       2,800.00$           

N5 614 1 L.S. Maintaining Traffic 1,000.00$          1,000.00$           2,000.00$  1,000.00$   3,000.00$   3,000.00$           

N6 624 1 L.S. Mobilization 3,494.00$          3,494.00$           3,000.00$  -$             3,000.00$   3,000.00$           

N7 103.05 1 L.S. Contract Performance & Payment Bond 1,000.00$          1,000.00$           -$            600.00$      600.00$       600.00$              

Total Napoleon Township 157,364.00$       $ 149,882.50$      

R1 304 170 C.Y.

Additional Aggregate for regrading existing 15' wide stone 

road  $                60.00  $         10,200.00  $       18.00  $        30.00  $         48.00  $          8,160.00 

R2 209 0.70 Miles

Contractor to Regrade Existing 15' wide stone road with 

existing stone and 304 stone base (see ref #1)  $          1,000.00  $              700.00  $  2,000.00  $      500.00  $   2,500.00  $          1,750.00 

R3 407 620 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard  $                  2.60  $           1,612.00  $              -    $          1.85  $           1.85  $          1,147.00 

R4 448 260 C.Y.

Asphalt intermediate course PG 64-22, Type 1M applied, 

spread and compacted at the average depth of 1.5 inches  $             155.00  $         40,300.00  $       40.00  $        95.00  $      135.00  $        35,100.00 

R5 448 217 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 

1.25 inches  $             155.00  $         33,635.00  $       40.00  $      100.00  $      140.00  $        30,380.00 

R6 Spec. 1 EA

Formed Construction Joint (16 L.F.) 6' west of existing 

pavement on west end of project  $          1,020.00  $           1,020.00  $     700.00  $      250.00  $      950.00  $              950.00 

R7 614 1 L.S. Maintaining Traffic  $          1,000.00  $           1,000.00  $  2,000.00  $      500.00  $   2,500.00  $          2,500.00 

R8 624 1 L.S. Mobilization  $          3,000.00  $           3,000.00  $  3,000.00  $               -    $   3,000.00  $          3,000.00 
R9 103.05 1 L.S. Contract Performance & Payment Bond  $          1,033.00  $           1,033.00  $              -    $      600.00  $      600.00  $              600.00 

Total Richfield Township $ 92,500.00$         $ 83,587.00$        

Total of Entire Bid 699,607.00$     609,472.25$    

Length:  10325 Feet or 1.96 Mile(s)

Monroe Township, Road 10 from Road H to S.R. 281

Length:  5355 Feet or 1.01 Mile(s)

Width:  16 Feet     (Approx. 9580 S.Y. including radius and driveway work)

Type: ODOT Spec 448 W/ 617 Berm @ 2 Feet Wide Each Side

Napoleon Township, Road Q1 from Road 18 to U.S. 6

Width:  18 Feet     (Approx. 21020 S.Y. including radius and driveway work)

Type: ODOT Spec 448 

Richfield Twp Road H1 from Road 3 to 1,620' east of SR 65

Length:  3730 Feet or 0.71 Mile(s)

Width:  15 Feet     (Approx. 6240 S.Y. including radius and driveway work)

Type: ODOT Spec 448, Pave Stone Road, Transition from 16' Wide Road to 15' Wide Road, 

with Linear Grading


