
Ref. Item Total Unit TOTAL Total Unit TOTAL

No. No. Quant. Units Item Price Bid AMOUNT BID Labor Materials Price Bid AMOUNT BID

Bartlow Township, Road 3 from Road F to Road G

Length:  5370 Feet or 1.02 Mile(s)

Width:  18 Feet     (Approx. 10800 S.Y. including radius and driveway work)

B1 203 170 CY

Excavation (2.5' Widening , Widen 2.5' on East Side, 

included in price is to use excavated material as additional 

embankment, and Mailbox Turnout) 45.00$         7,650.00$           30.00$        -$             30.00$         5,100.00$           

B2 203 1,200 CY

Misc. Embankment for fill dirt and sloped bank on east side 

of road.  Price includes grading and sloping embankment 

material. 20.00$         24,000.00$         13.00$        2.00$           15.00$         18,000.00$         

B3 301 207 CY

Bituminous Aggregate Base, (5" average compacted depth, 

includes 407 tack coat on vertical face) 140.00$       28,980.00$         45.00$        105.00$      150.00$       31,050.00$         

B4 407 540 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$           1,404.00$           0.50$          2.00$           2.50$           1,350.00$           

B5 448 450 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 155.00$       69,750.00$         20.00$        120.00$      140.00$       63,000.00$         

B6 617 232 CY

Stabilized crushed aggregate berm in place and compacted 

at the average depth of 4 inches 55.00$         12,760.00$         25.00$        20.00$        45.00$         10,440.00$         

B7 Spec. 2 EA Formed Construction Joint (102 L.F.) 600.00$       1,200.00$           400.00$      -$             400.00$       800.00$              

B8 614 1 L.S. Maintaining Traffic 1,500.00$    1,500.00$           1,200.00$  300.00$      1,500.00$    1,500.00$           

B9 624 1 L.S. Mobilization 3,000.00$    3,000.00$           3,000.00$  700.00$      3,700.00$    3,700.00$           

B10 103.05 1 L.S. Contract Performance & Payment Bond 1,506.00$    1,506.00$           -$            1,300.00$   1,300.00$    1,300.00$           

Total Bartlow Township 151,750.00$      136,240.00$      

FR1 407 360 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$           936.00$              -$            1.75$           1.75$           630.00$              

FR2 448 302 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 155.00$       46,810.00$         36.00$        120.00$      156.00$       47,112.00$         

FR3 617 199 C.Y.

Stabilized crushed aggregate berm in place and compacted 

at the average depth of 3 inches 55.00$         10,945.00$         30.00$        24.00$        54.00$         10,746.00$         

FR4 Spec. 2 EA Formed Construction Joint (107 L.F.) 700.00$       1,400.00$           600.00$      100.00$      700.00$       1,400.00$           

FR5 614 1 L.S. Maintaining Traffic 1,000.00$    1,000.00$           500.00$      500.00$      1,000.00$    1,000.00$           

FR6 624 1 L.S. Mobilization 3,000.00$    3,000.00$           1,500.00$  600.00$      2,100.00$    2,100.00$           

FR7 103.05 1 L.S. Contract Performance & Payment Bond 1,000.00$    1,000.00$           -$            250.00$      250.00$       250.00$              

Total Flatrock Township 65,091.00$         63,238.00$         

F1 202 11 EA Remove & Relocate Mailbox/Paperbox 175.00$       1,925.00$           150.00$      45.00$        195.00$       2,145.00$           

F2 203 67 CY

Misc. Embankment (200' L.F. of embankment along road to 

accommodate for widening, includes sloping embankment) 35.00$         2,345.00$           90.00$        40.00$        130.00$       8,710.00$           

F3 254 10,920 SY

Pavement Planning to a depth of 1.25".  Price includes 

removal of cuttings.  All of existing road 1.75$           19,110.00$         1.30$          0.20$           1.50$           16,380.00$         

F4 203 166 CY

Excavation (2' Widening East Side, Includes Embankment, 

Depth of 5" and Mailbox Turnout) 30.00$         4,980.00$           50.00$        6.00$           56.00$         9,296.00$           

F5 204 1,200 SY Subgrade Compaction 1.50$           1,800.00$           0.10$          -$             0.10$           120.00$              

F6 301 166 CY

Bituminous Aggregate Base, (5" average compacted depth, 

includes 407 tack coat on vertical face) 145.00$       24,070.00$         68.00$        100.00$      168.00$       27,888.00$         

F7 407 1,090 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$           2,834.00$           -$            1.75$           1.75$           1,907.50$           

F8 448 379 C.Y.

Asphalt intermediate course PG 64-22, Type 1M applied, 

spread and compacted at the average depth of 1.25 inches 155.00$       58,745.00$         28.00$        120.00$      148.00$       56,092.00$         

F9 448 379 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 

1.25 inches 155.00$       58,745.00$         28.00$        125.00$      153.00$       57,987.00$         

F10 617 267 CY

Stabilized crushed aggregate berm in place and compacted 

at the average depth of 4 inches 55.00$         14,685.00$         28.00$        20.00$        48.00$         12,816.00$         

F11 Spec. 5 EA Formed Construction Joint (244 L.F.) 700.00$       3,500.00$           400.00$      100.00$      500.00$       2,500.00$           

F12 614 1 L.S. Maintaining Traffic 1,500.00$    1,500.00$           700.00$      600.00$      1,300.00$    1,300.00$           

F13 624 1 L.S. Mobilization 3,000.00$    3,000.00$           3,000.00$  200.00$      3,200.00$    3,200.00$           

F14 103.05 1 L.S. Contract Performance & Payment Bond 800.00$       800.00$              -$            350.00$      350.00$       350.00$              

Total Freedom Township 198,039.00$      200,691.50$      

HV1 407 205 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$           533.00$              0.50$          2.00$           2.50$           512.50$              

Gerken Paving

Unit Price

Freedom Township Project - Bid Tab

Width:  12 Feet     (Approx. 7230 S.Y. including radius and driveway work)

Type: ODOT Spec 448 W/ 617 Berm @ 2 Feet Wide Each Side

Freedom Township, Road 16 from Road T to Road U

Length:  5390 Feet or 1.02 Mile(s)

Width:  18 Feet     (Approx. 10920 S.Y. including radius and driveway work)

Type: ODOT Spec 448, with Spec 301 Widening W/ 617 Berm @ 2 Feet Wide Each Side

Hamler Village, Marion Street From Road 8b to SR 18

Length:  2155 Feet or 0.41 Mile(s)

Width:  16.5 Feet     (Approx. 4130 S.Y. including radius and driveway work)

Type: ODOT Spec 448 W/ 617 Berm @ 1 Feet Wide Each Side

Length:  5365 Feet or 1.02 Mile(s)

ENGINEER'S ESTIMATE

Type: ODOT Spec 448, with Spec 301 Widening W/ 617 Berm @ 2 Feet Wide on East Side 

and 1.5' on West Side

Flatrock Township, Road J from Road 17 to Road 18



Ref. Item Total Unit TOTAL Total Unit TOTAL

No. No. Quant. Units Item Price Bid AMOUNT BID Labor Materials Price Bid AMOUNT BID

Gerken Paving

Unit Price

ENGINEER'S ESTIMATE

HV2 448 172 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 175.00$       30,100.00$         50.00$        130.00$      180.00$       30,960.00$         

HV3 617 40 C.Y.

Stabilized crushed aggregate berm in place and compacted 

at the average depth of 3 inches 55.00$         2,200.00$           45.00$        20.00$        65.00$         2,600.00$           

HV4 Spec. 6 EA Formed Construction Joint (253 L.F.) 1,000.00$    6,000.00$           400.00$      -$             400.00$       2,400.00$           

Hamler Village, White Street from Belton St to Cowen St (Must notify property owners to move vehicles)

Length:  315 Feet or 0.06 Mile(s)

Width:  20.5 Feet     (Approx. 750 S.Y. including radius and driveway work)

Type: ODOT Spec 448 

HV5 407 40 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$           104.00$              0.50$          2.00$           2.50$           100.00$              

HV6 448 32 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 175.00$       5,600.00$           80.00$        130.00$      210.00$       6,720.00$           

HV7 Spec. 2 EA Formed Construction Joint (55 L.F.) 1,000.00$    2,000.00$           400.00$      -$             400.00$       800.00$              

HV8 614 1 L.S. Maintaining Traffic 2,000.00$    2,000.00$           700.00$      300.00$      1,000.00$    1,000.00$           

HV9 624 1 L.S. Mobilization 6,000.00$    6,000.00$           2,000.00$  700.00$      2,700.00$    2,700.00$           

HV10 103.05 1 L.S. Contract Performance & Payment Bond 1,973.00$    1,973.00$           -$            1,300.00$   1,300.00$    1,300.00$           

Total Hamler Village 56,510.00$         49,092.50$         

H1 407 715 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$           1,859.00$           -$            1.75$           1.75$           1,251.25$           

H2 448 496 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 

1.25 inches 155.00$       76,880.00$         33.00$        110.00$      143.00$       70,928.00$         

H3 617 96 C.Y.

Stabilized crushed aggregate berm in place and compacted 

at the average depth of 2 inches 55.00$         5,280.00$           38.00$        20.00$        58.00$         5,568.00$           

H4 Spec. 4 EA Formed Construction Joint (200 L.F.) 800.00$       3,200.00$           650.00$      100.00$      750.00$       3,000.00$           

H5 614 1 L.S. Maintaining Traffic 1,000.00$    1,000.00$           700.00$      250.00$      950.00$       950.00$              

H6 624 1 L.S. Mobilization 2,620.00$    2,620.00$           2,300.00$  400.00$      2,700.00$    2,700.00$           

H7 103.05 1 L.S. Contract Performance & Payment Bond 1,000.00$    1,000.00$           -$            250.00$      250.00$       250.00$              

Total Harrison Township 91,839.00$         84,647.25$         

Liberty Center Village, West Cherry Street (From T.R. 8 to 950 Feet East of T.R. 8)

Length:  950 Feet or 0.18 Mile(s)

Width:  18 Feet     (Approx. 1935 S.Y. including radius and driveway work)

Type: ODOT Spec 448 W/ 617 Berm @ 1.5 Feet Wide Each Side

L1 407 190 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$           494.00$              -$            1.75$           1.75$           332.50$              

L2 448 68 C.Y.

Asphalt intermediate course PG 64-22, Type 1M applied, 

spread and compacted at the average depth of 1.25 inches 165.00$       11,220.00$         40.00$        126.00$      166.00$       11,288.00$         

L3 448 68 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 

1.25 inches 170.00$       11,560.00$         40.00$        135.00$      175.00$       11,900.00$         

L4 617 18 C.Y.

Stabilized crushed aggregate berm in place and compacted 

at the average depth of 3 inches For Western 615 Feet 65.00$         1,170.00$           65.00$        25.00$        90.00$         1,620.00$           

L5 Spec. 2 EA Formed Construction Joint (38 L.F.) 700.00$       1,400.00$           600.00$      100.00$      700.00$       1,400.00$           

L6 611 2 EA Manhole Adjusted to Grade (Raise Manhole to Grade) 1,200.00$    2,400.00$           700.00$      100.00$      800.00$       1,600.00$           

L7 407 70 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$           182.00$              -$            1.75$           1.75$           122.50$              

L8 448 60 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 170.00$       10,200.00$         43.00$        135.00$      178.00$       10,680.00$         

L9 Spec. 2 EA

Formed Construction Joint (116 L.F.) (Including Around 

Manhole) 700.00$       1,400.00$           450.00$      100.00$      550.00$       1,100.00$           

L10 407 35 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$           91.00$                 -$            1.75$           1.75$           61.25$                 

L11 448 31 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 170.00$       5,270.00$           60.00$        135.00$      195.00$       6,045.00$           

L12 Spec. 3 EA

Formed Construction Joint (55 L.F.)(1 of the Joints is 

pavement planning around Manhole) 700.00$       2,100.00$           400.00$      100.00$      500.00$       1,500.00$           

L13 638 1 EA Raise 8" Water Valve to Grade 500.00$       500.00$              300.00$      75.00$        375.00$       375.00$              

L14 614 1 L.S. Maintaining Traffic 3,000.00$    3,000.00$           800.00$      200.00$      1,000.00$    1,000.00$           

L15 624 1 L.S. Mobilization 9,000.00$    9,000.00$           2,200.00$  500.00$      2,700.00$    2,700.00$           

L16 103.05 1 L.S. Contract Performance & Payment Bond 3,000.00$    3,000.00$           -$            250.00$      250.00$       250.00$              

For All Liberty Center Village (Ref # With "L")

Length:  7730 Feet or 1.46 Mile(s)

Width:  16.5 Feet     (Approx. 14265 S.Y. including radius and driveway work)

Type: ODOT Spec 448 W/ 617 Berm @ 1 Feet Wide Each Side

Liberty Center, West Wabash (from North Damascus to West Maple)

Length:  720 Feet or 0.14 Mile(s)

Width:  17 Feet     (Approx. 1435 S.Y. including radius and driveway work)

Type: ODOT Spec 448 

Liberty Center, North Damascus From S.R. 109 to West Wabash

Length:  275 Feet or 0.05 Mile(s)

Width:  21 Feet     (Approx. 730 S.Y. including radius and driveway work)

Type: ODOT Spec 448 

Harrison Township, Road N2 From Road 10 to Road 11C

For All Hamler Village (Ref # With "HV")



Ref. Item Total Unit TOTAL Total Unit TOTAL

No. No. Quant. Units Item Price Bid AMOUNT BID Labor Materials Price Bid AMOUNT BID

Gerken Paving

Unit Price

ENGINEER'S ESTIMATE

Total Liberty Center Village 62,987.00$         51,974.25$         

M1 407 275 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$           715.00$              -$            1.75$           1.75$           481.25$              

M2 448 228 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 165.00$       37,620.00$         31.00$        120.00$      151.00$       34,428.00$         

M3 617 40 C.Y.

Stabilized crushed aggregate berm in place and compacted 

at the average depth of 3 inches.  Only 1/2 the length 

needs bermed. 65.00$         2,600.00$           70.00$        20.00$        90.00$         3,600.00$           

M4 Spec. 4 EA Formed Construction Joint (97 L.F.) 1,250.00$    5,000.00$           400.00$      100.00$      500.00$       2,000.00$           

M5 614 1 L.S. Maintaining Traffic 1,000.00$    1,000.00$           500.00$      250.00$      750.00$       750.00$              

M6 624 1 L.S. Mobilization 3,500.00$    3,500.00$           2,500.00$  200.00$      2,700.00$    2,700.00$           

M7 103.05 1 L.S. Contract Performance & Payment Bond 1,000.00$    1,000.00$           -$            250.00$      250.00$       250.00$              

M8 611 1 EA Manhole Adjusted to Grade (Raise Manhole to Grade) 1,200.00$    1,200.00$           700.00$      100.00$      800.00$       800.00$              

M9 254 110 SY

Pavement Planning from SR 109 East 27'.  Depth will be 0" 

at east and increase to 1.5" 6' west of east point.  Includes 

around 1 manhole and at 2 sidewalk approaches.  10.00$         1,100.00$           7.25$          1.00$           8.25$           907.50$              

Total Malinta Village 53,735.00$         45,916.75$         

MV1 407 80 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$           208.00$              -$            1.75$           1.75$           140.00$              

MV2 448 65 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 1.5 

inches 170.00$       11,050.00$         41.00$        120.00$      161.00$       10,465.00$         

MV3 Spec. 4 EA Formed Construction Joint (127 L.F.) 1,250.00$    5,000.00$           400.00$      100.00$      500.00$       2,000.00$           

MV4 251 9 C.Y.

Misc. Partial Depth Pavment Repair, 60'L X 12'W X 4" 

Deep, 448 Asphalt, Includes removal of existing Road 400.00$       3,600.00$           200.00$      200.00$      400.00$       3,600.00$           

MV5

448/ 

401.14 6 C.Y.

Spot Leveling/Patching Existing Surface.  Top layer of 

asphalt needs coorected to bring it up to existing road 

grade before resurfacing.  Approx. 1/2 inch deep, includes 

any asphalt material required. Mostly along a stretch on 

the eastern 4.5' of road. 4 Areas (6 x 2, 4.5 X 205, 4.5 X 

330, 4.5 X 200) 200.00$       1,200.00$           200.00$      150.00$      350.00$       2,100.00$           

MV6 611 3 EA Manhole Adjusted to Grade (Raise Manhole to Grade) 900.00$       2,700.00$           700.00$      100.00$      800.00$       2,400.00$           

McClure Village, South Haley St. From Coldwater to End of Street

Length:  675 Feet or 0.13 Mile(s)

Width:  13 Feet     (Approx. 1095 S.Y. including radius and driveway work)

Type: ODOT Spec 448 W/ 617 Berm @ 1.5 Feet Wide Each Side

MV7 407 110 Gal

Bituminous Tack Coat applied at 0.05 gallons per square 

yard 2.60$           286.00$              -$            1.75$           1.75$           192.50$              

MV8 448 46 C.Y.

Asphalt leveling course PG 64-22, Type 1M applied, spread 

and compacted at the average depth of 1.5 inches 165.00$       7,590.00$           50.00$        120.00$      170.00$       7,820.00$           

MV9 448 38 C.Y.

Asphalt concrete surface course PG 64-22, Type 1M 

applied, spread and compacted at the average depth of 

1.25 inches 170.00$       6,460.00$           65.00$        120.00$      185.00$       7,030.00$           

MV10 617 19 C.Y.

Stabilized crushed aggregate berm in place and compacted 

at the average depth of 3 inches 55.00$         1,045.00$           70.00$        20.00$        90.00$         1,710.00$           

MV11 Spec. 2 EA Formed Construction Joint (54 L.F.) 1,250.00$    2,500.00$           600.00$      100.00$      700.00$       1,400.00$           

MV12 611 2 EA Manhole Adjusted to Grade (Raise Manhole to Grade) 900.00$       1,800.00$           700.00$      100.00$      800.00$       1,600.00$           

MV13 611 1 EA Catch Basin Adjusted to Grade 700.00$       700.00$              700.00$      100.00$      800.00$       800.00$              

MV14 611 4 EA Adjust Water Valve to Grade 400.00$       1,600.00$           250.00$      100.00$      350.00$       1,400.00$           

MV15 614 1 L.S. Maintaining Traffic 2,000.00$    2,000.00$           1,000.00$  500.00$      1,500.00$    1,500.00$           

MV16 624 1 L.S. Mobilization 6,011.00$    6,011.00$           2,200.00$  500.00$      2,700.00$    2,700.00$           

MV17 103.05 1 L.S. Contract Performance & Payment Bond 2,000.00$    2,000.00$           -$            250.00$      250.00$       250.00$              

Total McClure Village 55,750.00$         47,107.50$         

Total of Entire Bid 678,907.75$                    

Gerken Paving was awarded the bid

Width:  12 Feet     (Approx. 1555 S.Y. including radius and driveway work)

Type: ODOT Spec 448 

For All McClure Village (Ref # With "MV")

735,701.00$                    

Malinta Village, Road K2 From S.R. 109 to Village Corp. Limits 

Length:  2670 Feet or 0.51 Mile(s)

Width:  18 Feet     (Approx. 5475 S.Y. including radius and driveway work)

Type: ODOT Spec 448 W/ 617 Berm @ 1.5 Feet Wide Each Side

McClure Village, West St. from Henry St. to U.S. 6

Length:  1075 Feet or 0.2 Mile(s)


